ARIZONA DEPARTMENT OF ENVIRONMENTAL QUALITY

AIR QUALITY CLASS I PERMIT

COMPANY: Waste Management of Arizona Inc.
FACILITY: Gray Wolf Regional Land(fili
PERMIT #: 36155

DATE ISSUED: Drafy

EXPIRY DATE:

SUMMARY

This Class [ operating permit is issued to Waste Management of Arizgna, Tnc. (WMA) the Pefinittee, for the
operation of a municipal solid waste landfill. This is a renewal of Permit Number 1000864¢ The Gray Wolf
Regional facility (GWRF) is located three miles west of Intestate 17 at interchange 278 on SR#69. The GWRF is
located in the south one-half of the southwest one-quarter of Section 17, Township 13 Nort "Range 3 East, of the
Gila and Salt River Base Meridian. The approximate latitude and longitude of the site are 3 lédegrees, 31 minutes, 00
seconds north, and 112 degrees, 02 minutes, 54 seconds w 5pect1ve1y The neagést community is Dewey,
Arizona located approximately 10 miles west of the fac1hty"”Th GWRF con51sts of a total of 160 acres of land, of
which approximately 53 acres are dedicated to refuse dlS . n designed to exceed a design
capacity of 2.5 million cubic meters and 2.5 million megfprams.

The GWREF is owned and operated by WMA. Currently, W
agreement with Yavapai County. The primary act1v1ty_'_
with the excavation and stockpiling of cover material an; : ea of the landfill is excavated, lined, and
prepared to receive waste prior to acceptance of refus€ The quy deve d site will consist of seven primary cells
(with individual subcells) and leachate coliecti sumps. Cell constru on will continue as a cut-and-fill operation
and excavated materials will be used for da1 intermediate, an al cover. Existing site development include
paved and unpaved access roads, maintenamice bu11d1ngs an Gfhice trailer, truck scale, fuel storage tanks, water
storage tanks and pond, utilities, septag gpond, perimeter berms and security fencing The natural decomposition of
the waste materials, and to some “exteht the evaporation of volatile organic compounds {(VOCs) in the waste
materials, constitute the primary source ‘of emissions. The landfill gas {LFQG) that is emitted from the landfill is
fundamentally 50 percent methane (CH4)\and 50 percent carbon dioxide (CO;), with a fraction containing non
methane organic compoun g@NMOCS), and hazardou‘sﬁ,an' pollutants (HAPs). Particulate emissions due to traffic on
unpaved roads, application®of a cover Iayer of soil, sofl stockpiling, cover layer distribution, and wind erosion make
upa SIgnlﬁcant amount PM;; pollution. '

GWRF under a 20-year coniract
sportatlon and depos:tlon of refuse along

Leachate is coilected from the cell that is recei¥ing refuse and transmitted to an on-site evaporation pond. Leachate
is gepeTated by precipitation. or other mo}s’tum~ *which permeates through the waste material in place and is contained
by & subsurface leachate collectmn and recovery system, The leachate is collected using pumps and eventually
directed to an oratmn pond or useds a dust suppressant on the landfill daily cover.

al and solid wastes, construction and demolition debris, green waste, white
#i-hazardous solid wastes. Wastes that are conditionally accepted for disposal at

. “ White qugfs _ accepts large appliances that are void of Chlorinated ﬂuorocarbons (CFC’S);
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* Construction and Demolition Debris - The GWRF accepts construction and demolition debris (i.e., waste
building materials, packaging and rubble from construction, remodeling, and repair and demolition
operations of pavements, houses, buildings, and structures);

. Tires - The GWRF segregates waste tires detected in the solid waste and temporarily stores the tires until
they are shipped off-site.

. Asbestos - The acceptance and disposal of friable asbestos and non-friable asbestos conta ﬁig materials at
the GWRF is performed according to 40 CFR §61, Subpart M, National Emlsszon ‘Standards for Asbestos

§61.149 (Standard for asbestos mills), §61.150 (Standard for demolition, renovatlon fabricating and
manufacturing), §61.154 (Standard for active waste disposal s;tes), §61 155 (Standard for asbestdg
conversion operations). y
. Sewage Sludge - The GWRF conditionally accepts sewage sl A requires the generator o;gl

agent for the generator, to provide documentation that adeq ate ¥ profileséthe wastes.:-Waste wil
disposed if it passes the paint filter test (USEPA Test Method 9095) %d the generator has prowided
documentation that the waste is not a hazardous waste. WMA retains ggie option to use sludger‘ﬁ‘?y daily
cover material, provided it meets the required performance standards and feceived ADEQ approval.

. Petroleum-Contaminated Soil (PCS) - The GWRF accepts PCS that is not regulated as a hazardous waste
and contains no free liquids. The acceptance and disposal of PCS within lined waste management units at
the GWRF is handled according to Best Management Pracnce tlined in A A C. R18-1¢
1614;

. Fly Ash - The GWRF accepts incinerator or other process ash resulting from combu
waste is not regulated as a hazardous waste and contains no free liquids.

1 processes, if the

Gray Wolf Regional Landfill is subject to a number of reguiatory reqmrements the pri requirements consist of

the following:

. New Source Performance Standards (40 CER 60 Sub_art WWW) apply to all landfills that started
construction, modification, or began initial acceptance on or :{ﬁ May 30, 1991. Municipal Solid
Waste landfills that meet the above criteria andiexcegd the raximum design capacity of 2.5 million
megagrams must evaluate the amount of non _me e ofganic c%mpounds (NMOQCs) that are emitted on a
megagram per year basis. The NMOC emission#ate __etermmes e applicability of specific portions of the
NSPS rule. If the NMOC emission rafe is euai to or greater than 50 Mg/yr then a collection and control
system must be installed.

dous Air Pollutants {40 CFR §63 Subpart AAAA) requires a Startup,
) plan to be in place when the facility has a collection and control system

. National Emission Standard for "
Shutdown and Malfunction (SS
in place. 3

. National Emission Sta_nc_i_érd for ézakjdous Air Pollutants (40 CFR 61 Subpart M), requires that asbestos
contain'mg waste mpaferials be properly identi #d, documented and handled.

. Stratospheric Ozone Protection Program £80 CFR §82 Subpart) requires the source to monitor the amount
of ozone depletmg material that ‘en the landfill area and dispose of it in the proper manner, in

» Emissiqhé_ from Exis;cing -and New Nonpoint Sources (A.A.C. R18-2-604 through 610) requires that the
opacijty-of an 'emission from ady nonpoint source shall not be greater than 40 percent.

All deﬁm%ons terms, and condmo used in this permit conform to those in the Arizona Administrative Code R18-
2-101 et. sgg {A.A.C)and 4 C[%e of Federal Regulations (CFR), except as otherwise defined in this permit. All
terms -and -Conditions of thls petmit are enforceable by the Administrator of the United States Environmental
Protection ‘Agency (U.S, EPA), except those terms and conditions that are specifically identified as “State
Requlrements” This permitds issued in accordance with Title V of the Clean Air Act, and Title 49, Chapter 3 of the
Arizona Rev1sed Stat:ute )
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I

III.

Permit No. 36155

ATTACHMENT “A”: GENERAL PROVISIONS

Air Quality Control Permit No. 36155
for
Gray Wolf Regional Landfill

PERMIT EXPIRATION AND RENEWAL [ARS § 49-426.F, A A.C. R18;‘2-?t. 4.c.2, and -306,A.1]

A, This permit is valid for a period of five years from the date fi xssuanee
B. The Permittee shall submit an application for renegel this peﬁit at Ieast 6 months ,
not more than 18 months, prior to the date of permit exp1ri§n :

COMPLIANCE WITH PERMIT CONDITIONS o IAAC RIS2-306.A 832 and ]

A. The Permittee shall comply with all condltlons of tins pennlt mc]udmg all applicable
requirements of the Arizona air quality statutesfand air quality ruleg# Any permit
noncompliance constitutes a violation of the Arizbna Revised Statutes afid is grounds for
enforcement action; for permit termination, revocation and reissuancef or revision; or for
denial of a permit renewal applieation In addition noncompli with any federally

conditions of this permit.

PERMIT REVISION, REOPENING
TERMINATION FOR CAUSE :

AND REISSUANCE, OR

AC R18-2-306.A.8.¢, -321.A.1, and -321.A.2]

A. The permit may be revisgd, reopened, reveked and reissued, or terminated for cause. The
filing of a request by the Permittee for a permit revision, revocation and reissuance,
termination, or of a%otlﬁcatmn of planned changes or anticipated noncompliance does
not stay any perzmt c n\t\h’uon

B. The pe%haﬂ be reopened and pevised under any of the following circumstances

. 1 Additional appheabl equirements under the Clean Air Act become applicable to
Co . the Class I source. g&Such a reopening shall only occur if there are three or more
. years remaining jfl the permit term. The reopening shall be completed no later

A than 18 months§” after promulgation of the applicable requirement No such
a0 reopemng 1 srequired if the effective date of the requirement is later than the date
the permit is due to expire, unless an application for renewal has been

o pursuant to A.AA.C. R18-2-322.B. Any permit revision required

o this subparagraph shall comply with the provisions in A.A.C. R18-2-

322 fot permit renewal and shall reset the five-year permit term.

Additional requirements, including excess emissions requirements, become
pplicable to an affected source under the acid rain program. Upon approval by
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VIIL.

Permit No. 36155

the Administrator, excess emissions offset plans shall be deemed to be
incorporated into the Class I permit.

3. The Director or the Administrator determines that the permit contains a material
mistake or that inaccurate statements were made in estabhshmg the emissions
standards or other terms or conditions of the permit. 5,5

4. The Director or the Administrator determines that the permlt needs to be revised
or revoked to assure compliance with the apphcablg reqmrements )

C. Proceedings to reopen and reissue a permit, mcluélngezﬁppeal oﬁfmy ﬁnal action relatg
to a permit reopening, shall follow the same proce%ures as apply to initial permit issygnce
and shall, except for reopenings under Condition IILB:1 a%e affect only thmp%ts of
the permit for which cause to reopen exists, “Such eopenings shall be made as
expeditiously as practicable. Permit reopenings .for. reasons ‘other than those stated in
Condition ITL.B.1 above shall not result in a resetting of the five-year permit term.

POSTING OF PERMIT A.C.R18-2-315)
A, The Permittee shall post this permit or a certificate of permit issua
is located in such a manner as to be clearly visible and accessible,
by this permit shall be clearly marked wit '

1. Current permit number; or ég

e where the facility
equipment covered

2. Serial number or other equxp men ‘Il nuriiberéﬁi’at is also listed in the permit to

identify that piece of equlpme 5 _g
i F
B. A copy of the complete permxt shall be kept on site.
FEE PAYMENT R M [A.A.C. R18-2-306.A.9 and -326)

The Permittee shall pay fees fo the Director pursuant to ARS § 49-426(E) and A.A.C. R18-2-326.

ANNUAL EMISSION "‘NTORY QUESTIONNATRE [A.A.C. R18-2-327.A and B]

A.  The Perdfittee s ornplete submit to the Director an annual emissions inventory

”_‘~._\quest10nna1re The questionnaite is due by March 31st or ninety days after the Director
~makes the inventory forin aydilable each year, whichever occurs later, and shall include
- emission information foig previous calendar year.

The :qz:wstki\c‘)nn‘aire shall be on a form provided by the Director and shall include the
~information requirgd by A.A.C. R18-2-327.

MPLIAN'CE"CER.' FICATION [A.A.C. R18-2-309.2.a, -309.2.¢-d, and -309.5.d]

The Permittee shall submit a compliance certification to the Director semiannually, which
escribes the compliance status of the source with respect to each permit condition. The
cerfification shall be submitted no later than May 15%, and shall report the
m;%;}ance status of the source during the period between October 1¥ of the previous
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year and March 31* of the current year. The second certification shall be submitted no
later than November 15, and shall report the compliance status of the source during the
period between April 1* and September 30" of the current year.

The compliance certifications shall include the following:

I Identification of each term or condition of the perxmt that 1 the basis of the
certification; : E ' ¢
T Shea :
2. Identification of the methods or otherﬁmeaﬁ use by the Perrmttee J%&
determining the compliance status w;th eacf term d condition durmﬁgf
certification period, (R
P : e
3. The status of compliance with the terms and conditions of the permit for the

period covered by the certification, mcludmg ‘whether. compliance during the
period was continuous or intermittent. Thg ‘certification shall besbased on the
methods or means designated in Condltﬁgﬁ VILA.2 above. THe certifications
shall identify each deviation and take it into account for cosisideration in the
compliance certification;

4, For emission units subject to 40 CFR Part 64, the certifigation shall also identify
as possible exceptions to compliance any ‘period during which compliance is
required and in which an €: ﬁrsnon or exceedance
occurred;

5. All instances of dev1at10ns ) | uirements reported pursuant to
Condition XILB of this Atta ] ment and

6. Other facts the Digector may requu'e toFdetermine the compliance status of the

&
source. R
\wﬁ

B. A copy of all complighce certifications shall also be submitted to the EPA Administrator.

C. If any outstan'&.i'ng cot pliance schedule exists, a progress report shall be submitted with
the semi- annual comphance certlﬁcatlons required in Condition VILA above.

g“
VIIL CERTIFICATION OF TRUTH A CY AND COMPLETENESS

[A.A.C. R18-2-304.H]

ﬁAny document required to be gubmitted by this permit, including reports, shall contain a
certification by a respons:ble official of truth, accuracy, and completeness This certification

shali state that, based on information and belief formed after reasonable inquiry, the statements
ormatmn in the dogfiment are true, accurate, and complete.

IX.

| a SPECTION A " " ENTRY [A.A.C. R18-2-309.4]

Upon ‘presentatio

representative
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XTL.

A, Enter upon the Permittee’s premises where a source is located, emissions-related activity
is conducted, or where records are required to be kept under the conditions of the permit;

B. Have access to and copy, at reasonable times, any records that are reqmred to be kept
under the conditions of the permit;

C. Inspect, at reasonable times, any facilities, equipment (including' mghitoring and air

pollution control equipment), practices, or operations regulated or requxred under the
permit; S 5
g . Lo
D. Sample or monitor, at reasonable times, substaly:es of parameters for the purpose fgf

assuring compliance with the permit or other apphcabie requ:rements and -
E. Record any inspection by use of written, electromc magne ic and photographlc media.

PERMIT REVISION PURSUANT TO FEDERAL HAZARDOUS AIR POLLUTAN T
STANDARD ﬁ | i Aﬁ% R18-2-304.C]

If this source becomes subject to a standard promulgated by the Administrator pursuant to Section
112(d) of the Act, then the Permittee shall, within twelve months of thég date on which the
standard is promulgated, submit an application for a penmt revision demonstratmg how the
source will comply with the standard. : &

ACCIDENTAL RELEASE PROGRAM : (40 CFR Part 63]

)

A. Excess Emissions Reportg:{g

a. . The Permittee shall report to the Director any emissions in excess of the
o lumts estabhshedby this permit. Such report shall be in two parts as

Not,catlon by telephone or facsimile within 24 hours of the
¢ when the Permittee first learned of the occurrence of excess
émissions including all available information from Condition
XILA.1.b below.

: (2{ Detailed written notification by submission of an excess
emissions report within 72 hours of the notification pursuant to

Condition XII.A.1.a.(1) above.

The report shall contain the following information:

i,
£
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(1) Identity of each stack or other emission point where the excess
emissions occurred;

(2) Magnitude of the excess emissions expressed in the units of the
applicable emission limitation and the operatipg data and
calculations used in defermining the magmtud f the excess
emissions;

3) Date t}me and duration, or. expacted duratlon

4 Identity of the equlpme t from whlch the excess
emanated; '

5 Nature and cause of such emissions; ..

(6)  If the excess emissions wgte the rés'u]t__Q:f'_l‘_.':z malfiinction, steps
taken to remedy the malfinction and the steps faken or planned
to prevent the recurrence of such malfunctiongand

Steps taken to limit the excess emi If the excess

2.

irst detected and includes in such
cess emissions will continue. Excess
emissions occurr : ime period, or changes in the nature of
the emissions as i deghall require additional notification pursuant

to Condition X 1 above
[A.A.C.R18-2-310.01.C]
B. Permit Dev1at10ns Repomng [A.A.C. R18-2-306.A.5.b]

The Perﬁee shall promptl

o epbrt deviations from permit requirements, including those
> attributable to upset cond

i as defined in the permit, the probable cause of such
. deviations, and any correcti¥e actions or preventive measures taken. Prompt reporting
. -shall’mean that the reporffwas submitted to the Director by certified mail, facsimile, or
* hand dehvery within two working days of the time when emission limitations were
exceeded-dug o an gmergency or within two working days of the time when the owner or
perator first learngd of the occurrence of a deviation from a permit requirement,

Emergency Proyision [A.A.C. R18-2-306.F]

| “emergency” means any situation arising from sudden and reasonable
oreseeable events beyond the control of the source, including acts of God, that
equire immediate corrective action to restore normal operation, and that causes
the source to exceed a technology-based emission limitation under the permit,
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due to unavoidable increases in emissions attributable to the emergency. An
emergency shall not include noncompliance to the extent caused by impropetly
designed equipment, lack of preventative maintenance, careless or improper
operation, or operator error.

2. An emergency constitutes an affirmative defense to “an ac’n@g brought for
noncomphance with such technology-based emission hmltatu?ns if Condition
XIL1.C.3 is met.

o

|

3. The affirmative defense of emergency shall gemo rated through properfgy
signed, contemporancous operating logs, %foth reIev ev:dence that

a. An emergency occurred and that the Pen@;ﬁee can 1dent1fy t];;gwfiﬁse(s)
of the emergency;

b. The permitted facility was being proper]y operated at the time;
_ ,rg*
c. During the penod of the emerge%y, the Perzmttce tog k all reasonable

steps to minimize levels of emissions that exceeded the emissions
standards or other requarements in the permit; and

d. The Permittee submltted not1ce ‘of the emergéncy to the Director by
certified mail, facsimile, or hand dehvery thm two working days of the
time when emissight limitations were excgeded due to the emergency.
This notice shall gontain a escrlp‘ﬂon of ghe emergency, any steps taken
to mitigate emissions,jand ¢ Hon taken.

4. In any enforcement procee g, erm' ee seeking to establish the occurrence
of an emergency has the burden of proo_

5. This provisic;ri 15% addition to
any apphcab!g fequirement.

any=emergency or upset provision contained in

D. Comphance Scheduli [ARS § 49-426.15]

AN

~

For any excess emission or permit deviation that cannot be corrected with 72 hours, the
Permitte€ is requlred to submit g'compliance schedule to the Director within 21 days of
nce schedule shall mciude a schedu]e of remedial

[A.A.C. R18-2-310]

Agplicagiliw

s rule establishes affirmative defenses for certain emissions in excess of an
ission standard or limitation and applies to all emission standards or
mitations except for standards or limitations:
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a. Promulgated pursuant to Sections 111 or 112 of the Act;

b. Promulgated pursuant to Titles IV or VI of the Clean Air Act;
C. Contained in any Prevention of Significant Deterlora'ﬂon SD) or New
Source Review (NSR) permit issued by the U.S. EPA;

d. Contained in A.A.C. R18-2-715.F; or

e. Included in a permit to meet the re uirements of A AC RI 8-2;406.A_.

2. Affirmative Defense for Malfunctions

Emissions in excess of an apphcable emlsswn hm ation due to malfunction shall
constitute a violation. When emissions in. excess’ of an applicable emission
limitation are due to a malfunction, the Penmttee has an affirmative defense to a
civil or administrative enforcement proceeding based on that violatfon, other than
a judicial action seeking injunctive relief#if the Permittee has cér
reporting requirements of A.A.C. R18-2-310.01 and has deménstrated all of the
following:

a. The excess emissions

airs were made in an expeditious fashion
/ sioif limitations were being exceeded. Off-shift
#d overtime were ut1lized where practicable to ensure that the
s were made as expeditiously as possible. If off-shift labor and
me were not utilized, the Permittee satisfactorily demonstrated that

All reasbnable steps were taken to minimize the impact of the excess
. emissions on ambient air quality;

ie excess emissions were not part of a recurring pattern indicative of
adequate design, operation, or maintenance;

During the period of excess emissions there were no exceedances of the
relevant ambient air quality standards established in Title 18, Chapter 2,
Article 2 of the Arizona Administrative Code that could be attributed to
the emitting source;
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3.

Permit No. 36155

Affirmative Defense for Startup and Shutcigw

&.

The excess emissions did not stem from any activity or event that could
have been foreseen and avoided, or planned, and could not have been
avoided by better operations and maintenance practices;

All emissions monitoring systems were kept in operat;on if at all
practicable; and

The Permittee's actions in response to the - excess ennssmns were
documented by contemporaneous records 2 LT TR :%

Except as prowded in Condition XHE 3. %elow and unIess herwise
provided for in the applicable requiremént, emissions in excess of an
applicable emission limitation ~due to startup and shutdown shall
constitute a violation. When emissions in excess of an applicable
emission limitation are due to st and shutdown ‘the Pérmittee has an
affirmative defense to a civil or* dmmistratlve enforcefnent proceeding
based on that violation, other than a judicial ‘action/Seeking injunctive
relief, if the Permittee has complied with the -:r' ing requirements of

.The amount and duration of the excess emissions (including any
'bypass lf’f")i;aeratlon) were minimized to the maximum extent
icalfle during periods of such emissions;

' '-:AII easonable steps were taken to minimize the impact of the
% ess emissions on ambient air quality;

During the period of excess emissions there were no
exceedances of the relevant ambient air quality standards
established in Title 18, Chapter 2, Article 2 of the Arizona
Administrative Code that could be attributed to the emitting
source;

(3)

All emissions monitoring systems were kept in operation if at all
practicable; and
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® Contemporaneous records documented the Permittee’s actions in
response to the excess emissions.

b. If excess emissions occur due to a malfunction during routine startup and
shutdown, then those instances shall be treated as othermalfunctions
subject to Condition XILE.2 above. :

4, Affirmative Defense for Malfunctions during Scheduled Mamtenance

If excess emissions occur due to a malfuncnon .urmg cheduled mam’s_enan ;
then those instances will be treated as ogfzr lfuncug;is subject to :C diti
XIL.E.2 above, ~ .

5. Demonstration of Reasonable and Pracﬁcéble _Mea_ res

For an affirmative defense under Condition XILE.2.
Permittee shall demonstrate, through su%;ﬁissmn the
required by Condition XILE and A.A.CfR18-2-310. 01 that
practicable measures within the Permittee’s control were imp
the occurrence of the excess emissions.

or XHE3 above, the

apfd information
alf reasonable and
ented to prevent

XIII. RECORD KEEPING REQUIREMENTS [A.A.C. R18-2-306.A.4]

A. The Permittee shall keep record_ afl requlredmomtorl g information including, but

not limited to, the following:
1.

2.

_f_for a.period of at least
‘report, . or, apphcatlon #upport information includes all calibration and maintenance
: __cords and all ori mai strlp -chart recordmgs or other data recordmgs for continuous

[A.A.C. R18-2-306.A.5.a]
11 submit the following reports:
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XV.

XVIL

A. Compliance certifications in accordance with Section VII of Attachment “A”.

B. Excess emission, permit deviation, and emergency reports in accordance with Section X1
of Attachment “A”.

C. Other reports required by any condition of Attachment “B”.

DUTY TO PROVIDE INFORMATION _{A AC. R18 2-304.G and -306.A.8.¢]

|

A. The Permittee shall furnish to the Director, within a reasogable t1 e, any mformatmn th: %
the Director may request in writing to determige whether gA%’se exists for rev1sm§,
revoking and reissuing, or terminating the permit;-or to determme compliance with#the
permit. Upon request, the Permittee shall also furnish to fe Director copies_gfa€cords
required to be kept by the permit. For information ‘cfaimed to be confidential, the
Permittee shall furnish an additional copy of such records duectiy to the Administrator

along with a claim of confidentiality. _
al %ﬁd incorrect

B. If the Permittee has failed to submit any relevant facts or has sub
information in the permit application, the Permittee shall, upon becopfing aware of such
failure or incorrect submittal, promptly subnut such supplement facts or corrected
information. .

PERMIT AMENDMENT OR REVISION $A.A.C.R18-2-318, -319, and -320]

The Permittee shall apply for a permit a dment o,;‘ revision for ¢h anges to the facmty which do
not qualify for a facility change w1thout rev151

A, Administrative Permit Amendmeﬁ g

B. Minor Permit Rev1s;on (A C.R18-2- 319), :

C. Significant Permit Re_-.y on (A.A.C. R1S- 2-320)

The applicability and _requi{ements for such action are defined in the above referenced
regulations. :

FACILITY CHANGE WITHGUT A ERMIT REVISION [A.A.C. R18-2-306.A.4 and -317]

A ;.tf_-?rjhg Permittee may make'_.'fc ahges at the permitted source without a permit revision if all

The. ch Ages do not exceed the emissions allowable under the permit whether

ex%ressed therein as a rate of emissions or in terms of total emissions;

Tg{;re changes do not violate any applicable requirements or trigger any additional
applicable requirements;
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4, The changes satisfy all requirements for a minor permit revision under A.A.C.
R18-2-319.A; and

5. The changes do not contravene federally enforceable permit terms and conditions
that are monitoring (including test methods), record keepmg reporting, or
compliance certification requirements. .

B. The substitution of an item of process or pollution control equipment for an identical or
substantially similar item of process or pollution controljequipment shall qualify as
change that does not require a permit revision, if it all jof the requlrements -'
Conditions XVILA and XVILC of this Attachmen%ﬁ fo T

C. For each change under Conditions XVILA and XVH : ;
certified mail or hand delivery shall be received by the. Director and the Admlmstrator a
minimum of 7 working days in advance of the change = Notifications of changes
associated with emergency conditions, such - as malfunctions necessnatmg the
replacement of equipment, may be provided less 7 working days inddvance of the
change, but must be provided as far in advance of the change; as possilfe or, if advance
notification is not practicable, as soon after the change as possible.’

D. Each notification shall include:

E.  The permit shield degefibed in A.A.C. R18-2-325 shall not apply to any change made
under this Sectlon er than implementation of an alternate to Conditions XVIL.A and
XVILB above

F. Except as 'otherwme pr0v1ded for,in the permit, making a change from one alternative
operatmfbenano to another as; rovided under A.A.C. R18-2-306.A.11 shall not require
- ._\any prior notice under thlS Secfic

Jfrewsed for any change that, when considered together with any other changes submitted
-by the same- sourcg under this Section over the term of the permit, do not satisfy

XVIIL [A.A.C. R18-2312)

onal Conditions during Testing
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Tests shall be conducted during operation at the maximum possible capacity of each unit
under representative operational conditions unless other conditions are required by the
applicable test method or in this permit. With prior written approval from the Director,
testing may be performed at a lower rate. Operations during periods of start-up,
shutdown, and malfunction (as defined in A.A.C. R18-2-101) shall.not constitute
representative operational conditions unless otherwise speczfied in #he applicable
standard. -

C. Tests shall be conducted and data reduced in accordande with the test methods ang
procedures contained in the Arizona Testing Manual unless modlﬁed by the Direct 1
pursuant to A.A.C. R18-2-312.B. -

b. Test Plan . g

At least 14 calendar days prior to performing a test, the Pemiittee shall submit a test plan
to the Director in accordance with A.A.C. R18-2-312.B and the Ar1zona Testing Manual.

This test plan must include the following: ﬁ
I Test duration; |

2. Test location(s);

3. Test method(s); and

4, Source operation and oth%'”f parametgrs that ma
E. Stack Sampling Facilities U §

The Permittee shall prov1de of Cause to be provided, performance testing facilities as

follows:

1 Sampling po Adequate for test methods applicable to the facility;
2. Safe samplm platform(s);

3. S e é:;:ée_ss_to_.:sz\tmpiing pl tform(s); and

& 4 Ut1ht1es for sarnphn%ﬁﬁd testing equipment.

. ;_ Interpretatlon of Final R;gﬂfs

Each performance test shall consist of three separate runs using the applicable test
. method. Each run afﬁla“ be conducted for the time and under the conditions specified in
the apphcable stafidard. For the purpose of determining compliance with an applicable
standard, the arig hmetic mean of the results of the three runs shall apply. In the event that
a sample is,acgfdentally lost or conditions occur in which one of the three runs is required
~. to be dlsco%tmued because of forced shutdown, failure of an irreplaceable portion of the
" sample trdin, extreme meteorological conditions, or other circumstances beyond the

: control, compliance may, upon the Director’s approval, be determined using
etic mean of the results of the other two runs. If the Director or the Director’s
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XXIIT.

designee is present, tests may only be stopped with the Director’s or such designee’s
approval. If the Director or the Director’s designee is not present, tests may only be
stopped for good cause. Good cause includes: forced shutdown, failure of an
irreplaceable portion of the sample train, extreme meteorological conditions, or other
circumstances beyond the Permittee’s control. Termination of any test without good
cause after the first run is commenced shall constitute a failure of the Supporting
documentation, which demonstrates good cause, must be submitted. fy

G. Report of Final Test Results

A written report of the results of all performance 55‘[ o all beﬁbmitted to the Direct
within 30 days after the test is performed. The report shall be submitted in accorda

with the Arizona Testing Manual and A.A.C. R18-2-312. Aj

PROPERTY RIGHTS '. ; [A.A.C.R18-2-306.A.8.d]

This permit does not convey any property rights of any sortgor any exciusivé'priyi ge.

A.C. R18-2-306.A.7]

SEVERABILITY CLAUSE

The provisions of this permit are severable. In the event of a chaIleng o any portion of this
permit, or if any portion of this permit is held invalid, the remammg permit conditions remain
valid and in force. R

PERMIT SHIELD [A.A.C. R18-2-325]

Compliance with the conditions of this' 'p.e n 11 be dgemed compliance with all applicable
requirements identified in the portions of thig'permi tsubtitfed “Permit Shield”. The permit shield
shall not apply to minor revisions pursuant to Conditign XVLB of this Attachment and any

facility changes without a perm:;gision pursuant to on XVII of this Attachment.
P

PROTECTION OF STRA_‘ ERIC OZONE [40 CFR Part 82]

If this source becomes §ubj éct to the provisions of 40 CFR Part 82, then the Permittee shall
comply with these provisions accordingly.

f" '::..-.: B
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ATTACHMENT “B”: SPECTIFIC CONDITIONS

Air Quality Control Permit No. 36155
for
Gray Wolf Regional Landfill

L FACILITY-WIDE REQUIREMENTS

A, The Permittee shall have on staff a person that is certlﬁed ga EPA Reference Method 9. 4
[A. A C.R1 8-2~306 A

B. At the time the compliance certifications requlredfy Sectio VH of Attachment "AF
submitted, the Permittee shall submit reports of -all ggintormg and recerdKeeping
activities required by this Attachment durlng the perlod for which the compliance

certifications are submitted. i [AA C. R18-2-306.A.5.a]
.  NON-METHANE ORGANIC COMPOUNDS (NMOCgﬁ 4

A, Applicability [40 CFR §60.752(b)]

This Section is applicable to municipal solid waste landfills h. ng a design capacity
equal to or greater than 2.5 million megagrams and 2-.5 miilin cubic meters.

L
equation prov;dedgm Condltlon IIB 1.agr Condition ILB.1.b The values to be

used in both equa
by volume as heXane for the C

ons are 170 cubigémeters per megagram for L, and 4,000

NMOC® and 0.02 per year for k.

= Mass of solid waste in the i" section, megagrams

= Age of the i section, years

Camoc = Concentration of the NMOC, parts per million by volume
(ppmv) as hexane

3.6x10”® = Conversion factor
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The mass of nondegradable solid waste may be subtracted from the total
mass of solid waste in a particular section of the landfill when calculating
the value for M; if documentation of the nature and amount of such
wastes is maintained.

40 CFR §60.754(a)(1)()]

b. The following equatlon shall be used if the actuai )?gfto-year solid
waste acceptance rate is unknown. o

ﬁ

:__ -ééfé‘

Mioe = 2LeR(e™ - &™ )(CNMOC)(3.6§;_1'0
where 5

Mynoc = Total NMOC emission rate from‘the landfill, Mg/yr ”
L= Methane generation rate potentlai cubic meters per megagram solid
waste
R = Average annual acceptance r rat Mg/yr
k = Methane generation rate constant, year”
t = Age of the landfill, years B
¢ = time since closure, years. For active landﬁll c=ffand e™ =1
Crmoc = concentration of the NMOC, ppmv as h ggn

3.6x107 = Conversmn factor :

wastes is maintained &
i [40 CFR §60.754(a)(1)(ii)]

2. Tier 1 Anaiy:s_is;_; i

a. Thé_ Perthittee shall com; the calculated NMOC emission rate to the
.standard of 50 Mg/yr. [40 CFR §60.754(a}(2)]

b. If th:e MOC emission rate calculated in Condition IL.B.1 above is less
. than 50 Mg/yr, then the Permittee shall submit an emission rate report as

£ per Condition IED.2.a, and shall recalculate the NMOC mass emission
rate annually a8 required under §60.752(b)1). [40 CFR §60.754(2)(2)(D)]

Jéulated NMOC emission rate is equal to or greater than 50
Mg/yr, then the Permittee shall either comply with Section IILA, or
Egrnine a site-specific NMOC concentration and recalculate the
(0]
3

C emission rate using the Tier 2 procedures contained in Section
[40 CFR §60.754(a}2)(i1)]

ie Zginalysis

The Permittee shall determine the NMOC concentration (Camoc) using

the sampling procedure specified in 40 CFR §60.754.a.3.
[40 CFR §60.754(a)(3)]
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b. The Permittee  shall recalculate the NMOC mass emission rate using the
equations provided in Condition IL.B.1.a or Condition I1.B.1.b and using
the average NMOC concentration from the collected samples instead of
the default value listed in Condition IL.B.1, §60.754(a)(3)(i)]

c. If the resulting mass emission rate calculated usmg he site-specific
NMOC concentration is equal to or greater than 50 Mg/yr, then thg
Permittee shall either comply with: requirements speczﬁed in Sectiof
LA, or determine the site-specific methane tion Tate constag
using Tier 3 procedures and recajculife the OC emission rate .,a"“
the site-specific methane generatmn rate usipg the procedure specxf

Section 11.B.4 below.
d.
per Condition ILD.2.a and retest £ O}
every 5 years using the methods spemﬁed in Section 11
404 FR §60.754()(3)(iii)]
4, Tier 3 Analysis

the procedure proylded in Methg
The Permittee shall estim
equations in _ Sectiol
generation rate con:

a. The site-specific fi‘aﬂ\e generatlon const t shali be determined using

41l submit a periodic emission rate report as prov1ded in
2.a and shall reca]culate the NMOC mass emlssmn rate

ILB.1 and using the site-specific methane generation rate constant and
N DC concentration obtained in Section I1.B.3 above. The calculation
e methane generation rate constant is performed only once, and the
lue obtained from this test shall be used in all subsequent annual
OC emission rate calculations. [40 CFR §60.754(a)(4)(i1)]
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3. Alternative Methods
The Permittee may use other methods to determine the NMOC concentration or a
site-specific k as an alternative to the methods required in Sections IL.B.3 and
11.B.4 if the method has been approved by the Administrator. [40 CFB, §60.754(a)(5)]

C. Recordkeeping Requirements

Except as provided in Condition IIL.A.1.b,

1. The Permittee subject to the provisions ofSeetfon III.@ﬁshaIl keep for at leas
years up-to-date, readily accessible, on-site records '
which triggered Section I11.A, the current amount of solid waste in-plages
year-to-year waste acceptance rate. Off-site records may be maintained if they
are retrievable within 4 hours. Either paper copy or electronic formats are
acceptable. L [40 CFR §60.758(a)]

megagrams or 2.5 million cubic meters, as provided in th efinition of “design
capacity,” shall keep readily accessible, on-site rgfords of the annual
recalculation of the site-specific density, design capacity, and the supporting

rd ainedjif they are retrievable within
¢ acceptable.

[40 CFR §60.758(£)]

Except as provided in Condition 1ILA. 1b, _'

1. The Permittee h : design capacity report to the Director.
y {40 CFR §60.757(2)]
a. - The Ynitial design capacity report shall fulfill the requirements of the

notiﬁéation of the date construction is commenced as required by 40
- CFR §60.7(a)(1) apd shall be submitted no later than:
e 4 [40CFR§60.757(a)(1)}

Ninety"'d:a:l safter the date of commenced construction, modification, or
reconstrugtion for landfills that commenced construction, modification,
or reconfiruction on or after March 12, 1996, [40CFRE60.757(a)( 1)(iD)]

{initial design capacity report shall contain the following information:
[40 CFR §60.757(a)(2)]

A map or a plot of the landfill, providing the size and location of
the landfill, and identifying all areas where solid waste may be
landfilled according to the permit issued by the State, local, or

tribal agency responsible for regulating the landfill.
[40 CFR §60.757(a)(2)(1)]
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i The maximum design capacity of the landfill. Where the
maximum design capacity is specified in the permit issued by the
State, local, or tribal agency responsible for regu]atmg the
landfill, a copy of the permit specifying the maximum design
capacity may be submitted as part of the report. If the maximum
design capacity of the landfill is not specified i the permit the
maximum design capacity shall be calculated using good
engineering practices. The calculations shall be prov1ded along
with the relevant parameters asfpart o the '-_repor_t. The Statg.
Tribal, local agency or Birector maydfequest other reasonaly
information as may be nccessary to verify the maximum dg§
capacity of the Iandﬁll TR g {40 CFR §60.757 (2)(11)}

¢ An amended design capac;ty report sha.ll be :submitted to the Director
providing notification of an increase in the des:gn capacuy of the landfill,
within 90 days of an increase ingthe maximu
landfill to or above 2.5 million megagrams or:2
This increase in design capacity may result fr
permitted volume of the iandﬁll or an mcre

#An increase in the
in the density as

dditional information as may be
ission rate. [40 CFR §60.757(b)]

shall contain an annual or 5-year
rate calculated using the formula and
aditions I1.B.1 through I1.B.5 and Condition
as applicable. [40 CFR §60.757(b)(1)]

The initial NMOC emission rate report may be combined with
. the initial design capacity report required in Condition ILD.1 and
bmitted no later than indicated below. Subsequent
ission rate reports shall be submitted annually
r, except as provided for in Conditions I1.D.2.a.ii and

{40 CFR §60.757(b)(1({}]

Ninety days after the date of commenced construction,
modification, or reconstruction for landfills that commence
construction, modification, or reconstruction on or after March
12, 1996. [40 CFR §60.757(b)(1)()(B)]

If the estimated NMOC emission rate as reported in the annual
report to the Director is less than 50 Mg/yr in each of the next 5
consecutive years, the Permittee may elect to submit an estimate
of the NMOC emissions rate for the next 3 year period in lieu of
the annual report. This estimate shall include the current amount
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of solid waste-in-place and the estimated waste acceptance rate
for each year of the 5 years for which an NMOC emission rate is
estimated. All data and calculations upon which this estimate is
based shall be provided to the Director. This estimate shall be
revised at least once every 5 years, If the jactual waste
acceptance rate exceeds the estimated waste a tance rate in
anmy year reported in the S5-year estimate, & revised 5-year
estimate shall be submitted to the g:rector The rev1sed estimate
shall cover the 5-year period beginning with the year in which

the actual waste acceptance rat exce;%ed the estimated wasg

acceptance rate, [40 CFR §60, 757{b)(i) ]

b. The NMOC emission rate report shall ng %e all the data, caleﬁfgﬁons
sample reports and measuremen sed to estimate the annual or 5-year
emissions. T[40 CFR§60.757(bH2)

E. Permit Shield .ALC. R18-2-325]

Compliance with Section Il shall be deemed compliance with the owing applicable
requirements as of the issuance date of this permit: 40 CFR §60.734

111, COLLECTION AND CONTROL SYST@%M‘"- |

A, Emission Standards 5 -y

If the calculated NMOC emission f is equal to gr greater than 50 Mg/yr, the Permittee

shall install a collection and eefitrol system ' compliance with this Section. The
Permittee shall: Y [40 CFR §60.752(b) D(NAY]
1. Submit a calle #on and control System design plan prepared by a professional

engineer to t% e Director within 1 year: [40 CFR §60.752(b)(2)(D]

¥ and control system design plan shall include any
the operational standards test methods compliance

permit osed by the Permittee.

: _Tcoliection and control system design plan shall either conform with

_ demonstration to the Director’s satisfaction of the sufficiency of any

.

g f alternative provisions to Section IIL.C.

The Director shall review the information submitted under Conditions
III.A.1.a through T11.A.1.c and either approve it, disapprove it, or request
that additional information be submitted.
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2. Install a collection and control system that captures the gas generated within the
landfill as required in Conditions III.A.2.a or b and Condition HI.A.3 within 30
months after the first annual report in which the emission rate equals or exceeds
50 Mg/yr, unless Tier 2 or Tier 3 sampling demonstrates that the emission rate is

less than 50 Mg/yr, as specified in Conditions II1.G.2.a or b
o

a. An active collection system shall: [40 CFR §60.352(1g)(2)(1i)(A

i. Be designed to handle thefmaxifnum e&ﬁcted gas flow rate fr
the entire area of the landfill that warrants control ovepst
intended use period of the gas ﬁntrol or treatmepts%
equipment;

ii. Collect gas from each area, ccli_ T group of cells jn the landfill
in which the initial solid tﬁtﬂ ha :_been placed fo fa period of:

0" 5 years or more if active; or i

Be installed with liners on the bottom and all sides in all areas in
. which gas is to be collected. The liners shall be installed as
required under 40 CFR §258.40.

ofis to a control system that complies with one of the

3. g&mte all.'the collected
: [40 CFR §60.752(b)2)(ii1)]

following:

: a. An op.eri“: designed and operated in accordance with 40 CFR §60.18;

or

gBntrol system designed and operated to reduce NMOC by 98 weight
fcent, or, when an enclosed combustion device is used for control, to
her reduce NMOC by 98 weight percent or reduce the outlet NMOC
concentration to less than 20 ppmv, dry basis as hexane at 3 percent
oxygen. The reduction efficiency or ppmv shall be established by an
initial performance test to be completed no later than 180 days after the
initial startup of the approved control system using the test methods
specified in Condition I1I.B.8.
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i. If a boiler or process heater is used as the control device, the
landfill gas stream shall be introduced into the flame zone.

ii. The control device shall be operated within the parameter ranges
established during the initial or most recent pefﬁmnance test.
The operating parameters to be momtored ﬁ%‘e specified in
Section IILE; or - L

c. Route the collected gas to a treatme sy tem th processes the collect
gas for subsequent sale or use. AE {8sions from any atmosphenc
from the gas treatment system. shall be: subject to reqmreme
Conditions IIILA3.aorb. ; e ﬁ R

4, Operate the collection and control system mstalled to comply with this Part in
accordance with the provisions of Sections III B, D and IILE except
Condition IILB.8. E S $60.752(bX2)(iv)]

2

5. Removal Standards

The collection and control dev1ce may be capped or regloved provided that all
the following conditions are met o

a. The landfill shall b€ a closed landﬁll as dned in 40 CFR § 60.751. A
closure report shall be sub tted to the Dector as provided in Condition
111.G.6. ' [40 CFR §60.752(b)(2)(V)]

b. The collection )

rol: system shall have been in operation a
minimu_m.f 15 years;and - £

[40 CFR §60.752(b)(2)(v}]

i yearléon three successive test dates. The test dates shall be no less than 90
' 'days‘éhgart and no more than 180 days apart. F40 CFR §60.752(b)(2)(¥)]

Trvoc = mass emission rate of NMOC, Mg/yr
Qur = flow rate of landfill gas, cubic meters per minute
Cranvoc = NMOC concentration, ppmv as hexane

1. The flow rate of the landfill gas, Qurg, shall be determined by
measuring the total landfill gas flow rate at the common header
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pipe that leads to the control device using a gas flow measuring
device calibrated according to the provisions of Section 4 of
Method 2E of appendix A of 40 CFR §60.

i. The average NMOC concentration, Croc, shall be determined
by collecting and analyzing landfill - gas sampled from the
common header pipe before the gas moving or condensate
removal equipment using the procedures .in Method 25C or
Method 18 of appendix A of 40 CFR §60. If using Method 1,
the minimum list of compounds§ to bg tested shall be thoge
published in the most. {P eritt Compilation of Air Pollutght
Emission Factors (AP-42).. The sample location on, the com i
header pipe shall be ‘befors gas moving, or-condensate
removal or other gas reﬁnmg units. The Permittee shall divide
the NMOC concentration from Method- 25 C by 6 to convert from
Crmoc as carbon to Cyvoc as hexane .j

#ine landfill gas
method has been

iii. The Permittee may use another method_ to
flow rate and NMOC concentration ift
approved by the Director.

B. Operational Standards and Test Metho_

The Permittee with a gas collegfion and ontrol syste

\g used to comply with the
provisions of Condition IILA.2 s_ & ]] 4

1. Operate the coileetion syste is collected from each area, cell, or
ut Waste landfill in which solid waste has
[40 CFR §60.753(2)]

b. \2 yeQ{ior more if closed or at final grade.

2. Operate the cofiection system with negative pressure at each wellhead except
fions: [40 CFR §60.753(b)]

a. A ﬁre':'-..pr- reased well temperature. The Permittee shall record

records #hall be submitted with the annual report as provided in
Condition I11.G.3.a;

fe of a geomembrane or synthetic cover. The Permittee shall develop
cceptable pressure limits in the design plan; or

A decommissioned well. A well may experience a static positive
pressure after shut down to accommodate for declining flows. All design
changes shall be approved by the Director.
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3. Operate each interior wellhead in the collection system with a landfill gas
temperature less than 55 degrees Celsius and with either a nitrogen level less than
20 percent or an oxygen level less than 5 percent. The Permittee may establish a
higher operating temperature, nitrogen, or oxygen value at a particular well. A
higher operating value demonstration shall show supporting data that the elevated
parameter does not cause fires or significantly inhibit anaerob fﬁecomposmon

by killing methanogens. e
a. The nitrogen level shall be determined %mmg Method 3C unless ah
alternative test method is established %ﬁwed by C 'tlon III Al
4 &

¢ :

b. Unless an alternative test method 1s established as allo ed by Con é;j
IILA.1, the oxygen shall be determme Yy an oxygen metef usmg
Method 3A or 3C except that: :

i. The span shall be set so that the reguiatory limit i Js between 20
and 50 percent of the qugf g

ii. A data recorder is not required; - £

ii. Only two cahbratlon gases are requireg;ﬁ a zero and span, and
ambient air ma v be used as the spang

iv.
er drift, and calibration drift are
[40 CFR §60.753(c)]

4, Operate the cqliéﬁgon system soth e methane concentration is less than 500
ppm above backgfound at the surfate of the landfill. To determine if this level is

exceeded, thg'Permittee shall conduct surface testing around the perimeter of the
collection ar¢a and along a pattern that traverses the landfill at 30 meter intervals
and where visual observations indicate elevated concentrations of landfill gas,
such as distressed vegetanon and cracks or seeps in the cover. The Permittee
establish an alternatiVe traversing pattern that ensures equivalent coverage.

ng’ design plan shall be developed that includes a

the monltormg route and the rationale for any site

perate the control or treatment system at all times when the collected gas is
;~routed to the system. [40 CFR §60.753(D]
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7. If monitoring demonstrates that the operational requirements in Conditions
TI.B.2, 3, and 4 are not met, corrective action shall be taken as specified in
Conditions 1IL.D.1.c through e or Condition IIL.D.3. If corrective actions are
taken as specified in Section IIL.D, the monitored exceedance is not a violation of
the operational requirements in this section.

8. For the performance test required in Condition IIL.A.3. b
Method 18 of Appendix A of 40 CFR § 60 must be used to determme compliancg
with the 98-weight-percent efficiency or the: 20 .'; v outlet concentratmn leve
unless another method to demonstrate c%nph e hassbeen approved. by

Director as provided in Condition IILA Method 8 or 3A shall be use
determine oxygen for correcting the NMOC. concentration as hexane to 3 pepfent.
In cases where the outlet concentration is less thag'50 ppm NMOC as-e#fbon (8
ppm NMOC as hexane), Method 25A should be’ used in place of Method 25. 1If
using Method 18 of Appendix A of 40 CER §60, the minimum list of compounds
to be tested shall be those published in the most recent Compjlation of Air
Pollutant Emission Factors (AP-42). following equation sHall be used to
calculate efficiency: O

Control Efficiency = NMOC;, - NMOC,, )/ (NMOC;,)

where

NMOC,, = mass of NMO -

NMOC,; = mass of NMAIC exiting!
e : [40 CFR §60.754(d)]

Fsufficient density throughout all gas producing areas using the
cedures unless alternative procedures have been approved by the
gvided in Conditions IIL.A.1.c and d: [40 CFR §60.75%(a)]

devices at g
following,
Director as p

a¥ " The collection de¥ices within the interior and along the perimeter areas
shall be “certiffed to achieve comprehensive control of surface gas
emissions by a professional engineer. The following issues shall be
addressed ifi the design: depths of refuse, refuse gas generation rates and

flow chafacteristics, cover properties, gas system expendability, leachate

. and condensate management, accessibility, compatibility with filling

0s10n reswtance fill settlement, and re31stanee to the refuse
fecomposition heat. [40 CFR §60.755(a)(1)]

The sufficient density of gas collection devices determined in Condition
I11.C.1.a shall address landfill gas migration issues and augmentation of
the collection system through the use of active or passive systems at the
landfill perimeter or exterior. [40 CFR §60.759(2)(2)]
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The placement of the gas collection devices determined in Condition
I1.C.1.a, shall control all gas producing areas, except as provided
by Conditions IT1.C.1.c.i and ii. [40 CFR §60.759(a)(3)}

1 Any segregated area of asbestos or nondegradablesmaterial may
be excluded from collection if documented @8 provided in
Condition IILF.3. The documentation shall provide the nature,
date of deposition, location, - and amount ~of'. asbestos o
nondegradable material deposited in area,. ‘and. shall bg
provided to the Director upon est. iy '[40_CF_R §60.759(a)(3)(i

ii. Any nonproductive area ‘of the Iz

ndfill may be exclt;éggﬂ

control, provided that the total ¢f all excluded areas”can be
shown to contribute less than one percent of the total amount of
NMOC emissions from the landfill. The amount, location, and
age of the material shall ‘he documented and previded to the
Director upon request. ﬁ separate NMOC ‘e égions estimate
shall be made for each section proposed for Xclusion, and the
sum of all such sections shall be compafed to the NMOC
emissions estimate for the entire landfill. #Emissions from each
section shall be computed using the following equation:

neration rate constant, yf:zn_r'1
generation potential, cubic meters per
mass of the degradable solid waste in the i"
section, megagrams
age of the solid waste in the i section, years
Camoc = concentration of  nonmethane organic

compounds, ppmv
[40 CFR §60.759(a)(3)(ii)]

gll, if field testing has been performed in determining the
NMOC emission rate or the radii of influence (the distance from
the well center to a point in the landfill where the pressure
gradient applied by the blower or compressor approaches zero).
If field testing has not been performed, the default values for k,
L,. and Cyoc are provided in Condition I1.B.1, or the alternative
values from Condition ILB.5. The mass of the nondegradable
solid waste contained within the given section may be subtracted
from the total mass of the section when estimating emissions
provided the nature, location, age, and amount of the
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nondegradable material is documented as provided in Condition

HI.C.1.cid.
[40 CFR §60.759(a)3)(iif)]

2. The Permittee seekmg to comply with Condition ITI.A.1.a shall congtruct the gas
collection devices using the following equipment or proce

a. The landfill gas extraction components shall be constructed of polyviny]
chloride (PVC), high density polyethyl e (HDPE) ‘pipe;: ﬁberglas
stainless steel, or other nonporous ¢orrosjon resigtant material of suitab
dimensions to: convey projedied=“amountd’ of gases; withstar
installation, static and settlement forces; and withstand plas
overburden or traffic loads. .“The collegfion system shall.exténd as
necessary to comply with emlsswn and migration standards, Collection
devices such as wells and horizontal“" _{:)liectors shali be perforated to

[40 CFR §60. 759(b)(2)]

onnected to the collection header pipes
The connector assembly shall

coﬁ ings, access couplings and at least one sampling port. The
o .;'collection devices shall be constructed of PVC, HDPE, fiberglass,

gﬁ . stamless steel or gther nonporous material of suitable thickness.
. [40 CFR §60.739(b)(3)]

eeking to comply with Condition IILA.l.a shall convey the
.'f“_.;\landﬁlk gases to gfcontrol system in compliance with Condition IILA.3 through
- the collection héader pipe(s). The gas mover equipment shall be sized to handle
; 1 gas generation flow rate expected over the intended use period of

g equipment using the following procedures: [40 CFR §60.75%(c}]

gFor existing collection systems, the flow data shall be used to project the
" maximum flow rate. If no flow data exists, the procedures in Condition
1I1.C.3.b shall be used. [40 CFR $60.759(c) 1)]

For new collection systems, the maximum flow rate shall be in
accordance with Condition I11.D.1.a. [40 CFR §60.755(c){2)]
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D. Compliance Provisions

1.

Permit No. 38 '—

Except as provided in Condition IILLA.1.b, the specified methods in Conditions
III.D.1.a through f of this Section shall be used to determine whether the gas
collection system is in compliance with Condition I1L. A. 20 [40 CFggq §60.755(a)]

a.

£
For the purposes of calculating the maximum expected gas generation
flow rate from the landfill to deterrmng compliance with Condmoﬁ
II1.A.2.a.i, one of the following equations shall be used. The k and L,
kinetic factors should be those pugﬁshé in thefmost recent _Compll_a_t
of Air Pollution Emission Factors'(AP-42).or other site specific values
demonstrated to be appropriate and appr%ygd by the Director.«If k has
been determined as specified 'in Condition ILB.4, the value of k
determined from the test shall be © valie. of no more than 15 years
shall be used for the intended us d ‘of the’ gas mover equipment.
The active life of the landfill is thé'age of the 1andﬁil plys the estimated
number of years until closure. gt [40°CFR §60.755(2)(1)]

i For sites with unknown year-to-year solid waste acceptance rate:

L

3 mag{imum'ge@é’écted gas generation flow rate,
cuhijc met S per year

‘methane, Seneration potential, cubic meters per
solid waste

rage annual acceptance rate, Mg/yr

frethane generation constant, years

age of the landfill at equipment installation plus
the time the Permittee intends to use the gas
remover equipment or active life of the landfill,
whichever is less. If the equipment is installed
after closure, t is the age of the landfill at
installation, years

time since closure years (for an active landfill
¢=0, and ¢ = =1)

[40 CFR §60.755(a)}(1)1)]

For sites with known year-to-year solid waste acceptance rate:

Qun = ¥ 2k L.M;(e™ i)

Qu = maximum expected gas generation flow rate,
cubic meters per year

k = methane generation constant, years'1

L, = methane generation potential, cubic meters per
megagram solid waste
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M; = mass of solid waste in the ith section, years

f = age of the ith section, years
[40 CFR §60.755(a)(1)(it)]

iii. If a collection and control system has been installeg, actual flow
data may be used to project the maximumgexpected gas
generation flow rate instead of, or in cd‘nj yiction with, the
equations in Conditions IIL.D.1.a.i and ii." If the landfill is still
accepting waste, the actual measurgd flow data will not equal the
maximum expected gas generat_' A rate, so calculations using.

equations in Conditions I .1 andg, or other methods s

be used to predict the max i

compliance with Condition III :
system of vertical wells, hori ntal coilectors ‘or gother collection
devices, satisfactory to the Director, capable of controffing and extracting
gas from all portions of the landfill sufficient to mgét all operational and
performance standards, - [40 CFR §60.755(a)(2)]

c. For the purposes of ,demonstrating whethg
flow rate is sufficient to = determine
IIL.A.2.a.iii, thePermittee/shall meas
collection headél"'at

ompliance with Condition
gauge pressure in the gas
, monthly. If a positive pressure

conditions allowed under Condition
gannot be achieved without excess air

[ the initial measurement of positive pressure. Any attempted
.,_cor_r_ctwe measure shatl not cause exceedances of other operational or
- performance standards. An alternative time line for correcting the

exceedances may be submitted to the Director for approval.
: [40 CFR §60.755(2)(3)]

. d. The Perm'tt '
N Condition
& startup.

is not required to expand the system as required in
D.l.¢, during the first 180 days after gas collection system
[40 CFR §60.755(a)(4)]

-~ lagdfill is occurring, the Permittee shall monitor each well monthly for

perature and nitrogen or oxygen as provided in Condition IILB.3. If
well exceeds one of these operating parameters, action shall be initiated
to correct the exceedance within 5 calendar days. If correction of the
exceedance cannot be achieved within 15 calendar days of the first
measurement, the gas collection system shall be expanded to correct the
exceedance within 120 days of the initial exceedance. Any attempted
corrective measure shall not cause exceedance of other operational or
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performance standards. An alternative time line for correcting the

exceedances may be submitted to the Director for approval.
[40 CFR §60.755(a)(5)]

f. The Permittee seeking to demonsirate compliance with Condition
II.A.2.a.iv, through the use of a collection system not copforming to the
specifications provided in Section IILC , shall proyide information
satisfactory to the Director as specified in  Condition IILA.l.c,
demonstrating that off-site migration is beihg controlled. ™ .

ey n [40 CFR §60.755(a)(6

2. For the purpose of compliance with: nditionA\HIjB.l, the Permitte:;lﬁg‘g a
controlled landfill shall place each well or design ebmponent as specifigdin the

approved design plan as provided in'Condition”IIL.A.1. Each well shall be

installed no later than 60 days after the date on which the initial solid waste has
been in place for a period of: R Rt

a. 5 years or more if active; or &
L
b. 2 years or more if closed or at final grade. 4
i, [40 CER §60.755(b)]

&
3. Methane Concentration L?{Qr an Active Co.l_lec on System

The following proceduregshail be ysed for coxﬁ' ance with the surface methane
operational standard as providgd i Condition JHB 4. [40 CFR §60.755(c)]

a. After installation g
surface: concentrations of methdne along the entire perimeter of the
collection drea and along a patfern that traverses the landfill at 30 meter
intervals_,}{%r site specific-estdblished spacing) for each collection area on
a quafferly basis using an organic vapor analyzer, flame ionization

_.;_;:;c;letegtor, or other portable monitor meeting the specifications provided in
“ Condition IIL.D 4. [40 CFR §60.755(c)(1)]

g,ﬁﬁ*-: The bé@kérou_nd goncentration shall be determined by moving the probe
inlet upwind agd downwind outside the boundary of the landfill at a

distance of atdtast 30 meters from the perimeter wells.
o 4 [40 CFR §60.755(cK2)]

Surfacegission monitoring shall be performed in accordance with

- Section 4.3.1 of Method 21 of appendix A of the 40 CFR §60, except
‘ that the probe inlet shall be placed within 5 to 10 centimeters of the
“ground. Monitoring shall be performed during typical meteorological
conditions. [40 CFR §60.755(c)(3)]

Any reading of 500 ppm or more above background at any location shall
be recorded as a monitored exceedance and the actions specified in
Condition I1L.D.3.d.i through v of this Section shall be taken. As long as
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the specified actions are taken, the exceedance is not a violation of the

operational requirements of Condition ITL.B.4, [40 CFR §60.755(c)(4)]
L. The location of each monitored exceedance shall be marked and
60.755(c)4)0)]

the location recorded. . [#0CER

if. Cover maintenance or adjustments to the 'vac' of the adjacent
wells to increase the gas collection in the:vicinity of eac
exceedance shall be made and thq}ocatlon shali be re—momtore
within 10 calendar days ogetzgﬁlg the ceedance '

7.5}.5(0)(4) Eiy)]

iii. If the re-monitoring of the locatxof?shows a second exee dance,
additional corrective action shall %e taken and the location shall
be monitored again within 10 days of the second exceedance. If
the re-monitoring shows a . third . exceedance for the same
location, the action speci ed in “Condition TIL.D¥3.d.v shall be
taken, and no further monitoring of that locatiof is required until

the action specified in Condition I11.D.3.d,v. hds been taken.
' CFR §60.755(c)(4)(iii)]

an exceedance but has a
500 ppm methane above
iforing specified in Conditions

iv.

' d. If the 1 month re—momtormg shows
ep” the actions specified in Conditions
.D.3.d.iii or v stfl be taken. [40 CFR §60.755(c)(4)iv)]

For any location where the monitored methane concentration
_equals or exceeds 500 ppm above backgrounds three times
within a quarterly perzod a new well or other collection dev1ce

ce. An alternative remedy to the exceedance, such as
ing the blower, header pipes, or control device, and a
sponding timeline for installation may be submitted to the
rector for approval. [40 CFR §60.755(c)(4)(v)]

e . '; -.__:‘5_-T§§Permittee shall implement a program to monitor for cover integrity
B implement cover repairs as necessary on a monthly basis.
[40 CFR §60.755(c)(5)]

Emission Monitoring Devices for an Active Collection System

¢ Permittee seeking to comply with the provisions in Condition I11.D.3 shall
mply with the following instrumentation specifications and procedures for
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surface emission monitoring devices: [40 CFR §60.755(d)]

a. The portable analyzer shall meet the instrument specifications provided
in section 3 of Method 21 of appendix A of 40 CFR §60, except that
R §60.755(d)(1)]

of 500 ppm in air.

c. To meet the performance evaluation rgquire : sectlon 3.1.3 ‘f
Method 21 of appendix A of 4@ CFR §60, ¢ instrument evaiua'a%
procedures of section 4.4 of Method 2l o ppendix A of 40. (§§6{)
shall be used. : [40 CFR §607755(d)(3)]

d. The calibration procedures proVidéd in seéﬁdn 4.2 of Method 21 of
appendix A of 40 CFR §60 shall be foilowed -immegiately before
commencing a surface monitori '

cept during periods
“duration of start-up,
ction systems and shall

5. The provisions specified in Section IIL.D apply at all times,
of start-up, shutdown, or malfunction, provided that thy
shutdown, or malfunction shall not exceed 5 days for colic

not exceed | hour for treatme r__control devmes 5 [40 CFR §60.755(e)}
E. Monitoring of Operations
1. Active Collection System

Except as provided in Condition I[I A 1, the Permittee seeking to comply with
Condition I1L;2 for an active. gas llection system shall install a sampling
port and a ther eter, other ten;,p&%fure measuring device, or an access port
for temperatupemeasurements at each wellhead and: [40 CFR §60.756(a)]

a o Mea e the gauge pressure in the gas collection header on a monthly
£ ba51s a pr0v1ded in Condition HI.D.1.¢; and {40 CFR §60.756(a)(1)]

""'Momtor nitroggh or oxygen concentration in the landfill gas on a

monthly | basigfas provided in Condition IILD.1.e; and
[40 CFR §60.756(a}2)]

Monitorfémperature of the landfill gas on a monthly basis as provided in
ition IILID.1.e. f40 CFR §60.756(a)(3)]

_ =rmittee seeking to comply with Condition I1I1.A.3 using an enclosed
cofl nbustor shall calibrate, maintain, and operate according to the manufacturer’s
‘specification, the following equipment: [40 CFR §60.756(b)]

s A temperature monitoring device equipped with a continuous recorder
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and having a minimum accuracy of =1 percent of the temperature being
measured expressed in degrees Celsius or 0.5 °C, whichever is greater.
A temperature monitoring device is not required for boilers or process
heaters with design heat input capacity equal to or greater than 44

megawatts. _ [4(:’;} §60.756(0) 1)}
b. A device that records flow to or bypass of theconoi device. The
Permittee shall either: - £ [40 CFR §60.756(b)(2)

i Install, calibrate, and mainféfi__r; s ﬂ%v raté_meEiSu:riﬁg dev
that shall record the flow g the evice every 15 minuigs;
or S [40 CFR §60.756(0)#)()]

ii. Secure the bypass line valve in f closed position with a car-

seal or a lock-and-key type configuration. A visual inspection of
the seal or closure mechanism shall be performed, at least once
every month to ensure thaf'the valve is maintaingd in the closed
position and that the gas Tlow is not diverted thfough the bypass
line. © 7 [4Q/CFR §60.756(b)2)(i)]

3. Open Flares

oty with Condition II§A.3 using an open flare shail
, and operatg: accoming to the manufacturer’s
ig equip 1€ s {40 CFR §60.756(c)]

The Permittee seeking to ¢
install, calibrate, maints
specifications the followi

a. A heat sensing

ice, §such an uliraviolet beam sensor or

thermocouple, at=the pilot lighy or the flame itself to indicate the
contin_uoh presence of a flam [40 CFR §60.756(c)(1)]

b. A devi at records flowTo or bypass of the flare. The Permittee shall
_ eith [40 CFR §60.756(c)2)]

% Install, calibrate, and maintain a gas flow rate measuring device
. 'that shall record the flow to the control device at least every 15
minutes;Hr [40 CFR §60.756(c)(2)(1)]

" Secufe the bypass line valve in the closed position with a car-
el or a lock-and-key type configuration. A visual inspection of
seal or closure mechanism shall be performed at least once
every month to ensure that the valve is maintained in the closed
position and that the gas flow is not diverted through the bypass
line. [40 CFR §60.756(c)(2)(ii)]

e Permittee seeking to demonstrate compliance with Condition II.A.3 using a
vice other than an open flare or an enclosed combustor shall provide
information satisfactory to the Director, as provided in Condition 1ILA.1.b
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F. Recordkeeping Requirements

Permit No. 36

describing the operation of the control device, the operating parameters that
would indicate proper performance, and appropriate monitoring procedures. The
Director shall review the information and either approve it, or request that
additional information be submitted. The Director may specify additional
appropriate monitoring procedures.

Alternative

specifications in Section 1Il.C or seeking fo menitor alternative parameter_s.ﬁ'
those required by Sections IILB, II, IILB, IITE, and<Condition IILA.5.d shall
provide information satisfactory to the -ﬁ)irectc;ﬂs provided in Conditfons

The Permittee seeking to install a collection s)%tem _'-:t'hat doeé _"r:i_ot_.meet tg

IIL.A.1.b and ¢, describing the design and operatiof of the collection sysffm the
operating parameters that would indicate proper.performance, and appropriate
monitoring procedures. The Director may . sp ify. \additlonal appropriate
monitoring procedures. [40 €FR §60.756(c)]

Surface Methane Monitoring Devices

The Permittee seeking to demonstrate compliance with Cendition I11.D.3 shall
monitor surface concentrations of methane accordifg to the instrument
specifications and procedures provided in Condition I1L.D.4. Any closed landfill
that has no monitored exceedances. of 'the orational standard in three
consecutive quarterly mondtoring pg riods'may skig to annual monitoring. Any
methane reading of 500ippm or ore above kground detected during the

annual monitoring retums the frequé ncy fo r tha Tandfill to quarterly monitoring,.
; ' [40 CFR §60.756(9)]

Except as providgd in Condition-ILiA.1.b, the Permittee of a controlled landfill
shall keep gﬁ%-date, readily accessible records for the life of the control
equipment of the data listed in Conditions IIL.F.1.a through d of this Section as
measured diging the initial performance test or compliance determination.
Records of su tbsequent tests or monitoring shall be maintained for a minimum of

S years. Records of the co ntrol device vendor specifications shall be maintained

untii removal {40 CFR §60.758(b)]
a. The Permift€e seeking to demonstrate compliance with Condition IIL.A.2
shall havg? [40 CFR §60.758(b)(1)]

The maximum expected gas generation flow rate as calculated in
Condition IILD.1.a of this attachment. The Permittee may use
another method to determine the maximum gas generation flow

rate, if the method has been approved by the Director.
40 CFR §60.758(b)(1)(i)]

i, The density of wells, horizontal collectors, surface collectors, or
other gas extraction devices determined using the procedures
specified in Condition I11.C.1.a. [40 CFR §60.758(b)(1)(iD)]
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b. The Permittee seeking to demonstrate compliance with Condition IIL.A.3
through use of an enclosed combustion device other than a boiler or
process heater with a design heat input capacity equal to or greater than
44 megawatts shall have: . [40 CFR §60.758(b)(2)]

i. The average combustion temperature measured?at least every 15
minutes and averaged over the same time period of the
performance test. [40 CFR §60. 758(b)(2)(1)

ii. ~ The percent reduction 0{ NI
Condition IILA3.b achleved by the eontroi device.

c. The Permittee seeking to demonstrate compliance with Condition

IIL.A.3.b.i, through use of a boiler or process:heater sof any size:
the gas collection
vent stream is introduced into the boiler or process heafer over the same
time period of the performance testing.

d. The Permittee seeking to demonstrate compliance with Condition
TI1.A.3.a through use of an open flare, the flare type (i.e. steam assisted,
air assisted, or nox > ssion readings, heat content
determination, fl ate measurements, and exit
velocity detennnggo erformance test as specified in
40 CFR §60.18, is e ontinuous records of the flare pilot
flame or flare flamg#

records of all periods of operations
durmg which thepilot ﬂame of are flame is absent.

[40 CFR §60.758(b)(4)]

Equipment Opggdting Parameters™
Except as p\%{ided in Condition I11.A.1.b, the Permittee of a controlled landfiil
shall keep -5\years up-to-date, readily accessible continuous records of the
equipment operatlng parameters specified to be monitored in Section IILE. The
Pémittee - shall have yg-to-date, readily accessible records for periods of
operation during whiclf the parameter boundaries established during the most
recent performance tgst were exceeded. [40 CFR §60.758(c)]

. gwing constitute exceedances that shall be recorded and reported
under Condition [I1.G.3: [40 CFR §60.758(c)(1)]

For enclosed combustors except for boilers and process heaters
with design heat input capacity of 44 megawatts (150 million
British thermal Units per hour) or greater, all 3 hour periods of
operation during which the average combustion temperature was
more than 28°C below the average combustion temperature
during the most recent performance test at which compliance
with Condition III.A.3 was determined. [40 CFR §60.758(c) 1)(D)]
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ii. For the boilers or process heaters, whenever there is a change in
the location at which the vent stream is introduced into the flame
zone as required under Condition II1.F.2.c. [40 CFR §60.758(c)(1)(ii)]

b. The Permittee shall keep up-to-date, readily accessi
records of the indication of flow to the control device or il
bypass flow or records of monthly inspections of car-stals or lock-and-

key configurations used to seal bypass lines specified in Section IILE.
: © . [40 CFR §60.758(c)(2]

c. If the Permittee uses a boiler or {oc s heatexﬁ%ith a design heat i
capacity of 44 megawatts or greater to comply with Condition IIL/A.3,
then the Permittee shall keep an'-upto-da;gff readily accessiblere€ord of
all periods of operation of the boiler or process heater. (Example of such
records could include records of siearz_'}_}';'sje, fuel use, or monitoring data
collected pursuant to other State, local, Tribal, or Fedegal regulatory
requirements.) : f LT [40 GFR §60.758(c)3)]

d. If the Permittee uses an open flare, the Permittee sh
readily accessible continuous records of the fla
monitoring specified in = Condition NLE.3
accessible records of all periods of operatio
pilot flame is abse EESEE PR E

3. Except as provided in Condition IIFA.1.b, the Pgimittee shall keep for the life of
the collection system an -up-%o-da_ , readily=dccessible plot map which shows
each existing and plannedgcolledtor ingthe system and provides a unique
identification location labef for each colleg [40 CFR §60.758(d)]

keep up-to-date,
or flare pilot flame
afid up-to-date, readily
in which the flame or flare

[40 CFR §60,758(cH4)]

a. The Penﬁ%‘tee shall ke'e:p_' o-date, readily accessible records of the
installatién date and locaiion of all newly installed collectors as specified
‘in Cendition {IL.ID.2, [40 CFR §60.758(d)(1)]

~ The Permittee shall keep readily accessible documentation of the nature,

©'date “of deposition, amount, and location of asbestos-containing or
& “nondegradable wAste excluded from collection as provided in Condition
IML.C.1.c.d, as ¥ ell as any nonproductive areas excluded from collection

as provided Condition ITI.C.1.c.ii. [40 CFR §60.758(d)(2)]

=

‘Except as provi in Condition III.A.1.b, the Permittee shall keep for at least 5
yea‘rjspp-tc;?ate, readily accessible records of all collection and control system
exceedancgs of the operational standard in Conditions IILB.1 through 7, the
reading ifi the subsequent month whether or not the second reading is an
exceedafice, and the location of each exceedance. [40 CFR §60.758(¢)]

¢ Permittee is exempted from the requirements of Conditions I1.D.2.a and b,
after the installation of a collection and control system in compliance with
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Section IIILA during such time that the collection and control system is in
operation and in compliance with Sections IIL.B and III.D.  [40 CFR §60.757(b)(3)]

2. The Permittee shall submit a collection and control system design plan to the
Director within 1 year of the first report required under Conditjon ILD.2, in
which the emission rate exceeds 50 Mg/yr, except as follows: [40/CFR §60.757(c)]

a. If the Permittee elects to recalculate the NMOC emission rate after Tier 2
NMOC samphng and analysis as prov1de§ in Condition HB 3 and thg
resulting rate is less than 50 Mg/yr, annfial perlodzc reportmg shall b
resumed, using the Tier 2 determigcd si-spec ¢ NMOC concentratigh,
until the calculated emission rate is equal to or greater than _SO_Mg’%f
the landfill is closed. The revised NMOC #hission rate report, with the
recalculated emission rate based on NMOC sampling and analysis, shall
be submitted within 180 days of the ﬁrst calculated exceedance of 50
Mg/yr. . [40 CFR §6{a 757(c)(1)]

b. If the Permittee elects to reca

ate the NMOC em sion rate after
determining a site-specific methane generation raf¢ constant (k), as
prov1ded in Tier 3 in Condition I1.B.4, and the resulfing NMOC emission
rate is less than 50 Mg/yr, annual perlodlc repo..mg shall be resumed.

reportable exceedances are deﬂned in Condition HLF.2.
. [40 CFR §60.757(f) & 40 CFR §63.1980(a)]

e gth of time for exceedance of applicable parameters
momtored ¥ Conditions 111.E.1, 2, 3, and 4. [40 CFR §60.757(9(1)]

~ Description and duration of all periods when the gas stream is diverted
.+ from the control device through a bypass line or the indication of bypass
- flow as specified in Section IILE. [40 CER §60.757(H(2)]

escription and duration of all periods when the control device was not
operating for a period exceeding 1 hour and length of time the control
device was not operating. [40 CFR §60.757(H(3)]

All periods when the collection system was not operating in excess of 5
days. [40 CFR §60.757(f)(4)]
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The location of each exceedance of the 500 ppm methane concentration
as provided in Condition I11.B.4, and the concentration recorded at each

location for which an exceedance was recorded in the previous month.
[40 CFR §60.757(D(5)]

The date of installation and the location of each'ﬁé\}‘l or ﬁfilection system

expansion added pursuant to COIldIthI]S HI D.1.c, [ILD.2;-and II1.D.3.d.
% M CFR §60 757(ﬂ(6):_

]
;u

4, If the Permittee is seeking to comply WlthﬁCQﬁ(fj ition IfA 3, then the Permm;ee
shall include the following information W1th the initial performance test reyort
required under 40 CFR §60.8: RN 2 [40 CFR §60457(2)]

a.

Permit No. 36153

&
4

A diagram of the collectmn system showmg collection system
positioning including all wells, horlzontal collectors, surface collectors,
or other gas extraction devices, jficluding the ‘locations#of any areas
excluded from collection and theéproposed s1tes for the future collection
system expansion; Lélij CFR §60.757(g)(1)]

The data upon which the sufficient density of wellg, horizontal collectors,
surface collectors, or other gas extractlon devices and the gas mover

equipment sizing ;?;sed E [40 CFR §60.757(2)(2)]

material for each area from which cq}lf tion wells have been excluded

based on the presence sbe 0s of %%Tidegradable material;
Ty 5 [40 CFR §60.757(2)(3)]

The ___s_um'gf the gas geﬁéfat' flow rates for all areas from which
colle__c.iﬁt(i)ggwelis have been e£cluded based on non-productivity and the

calculations of gas generatzon flow rate for each excluded area;
E [40 CFR §60.757(g)(4)]

The documentation of tg presence Q‘f asbestos or nondegradable

v The “provisions for increasing gas mover equipment capacity with
- increased £as generation flow rate, if the present gas mover equipment is

the maximum flow rate expected over the life of the
40 CFR §60.757(2)(5)]

inadequate
landfill; - _

The provigions for controlling off-site migration. [40 CFR §60.757(g)(6)]

The Permittee shall submit an equipment removal report to the Director 30 days
prlor to reg‘gvaf or cessation of operation of the control equipment.

[40 CFR §60.757(e)]

§The equipment removal report shall contain all of the following items:

[40 CER §60.757(e} 1)]
i A copy of the closure report submitted in accordance with
Condition HL.G.6. [40 CFR §60.757(e) 1)(i)]
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ii. A copy of the initial performance test report demonstrating that
the 15 year minimum control period has expired; and
[40 CFR §60.757(c)( 1))

demonstrating that the landfill is no longer prodyCing 50 Mg/yr

ii. Dated copies of three successive NMOC emissions rate reports
or greater of NMOC per year. [40CF§%§.757(@(1)0H}]

necessary to verify that all of the condiffons for removal in Conditiog

b. The Director may request such a :}?m mforrnat]on as may b_
11I.A.5 have been met.

[40 CFR §60 757(e)

6. The Permittee of a controlled landfill shall submlt Q@losure report to Mﬁector
within 30 days of waste acceptance cessationf® The Director may request
additional information as may be necessary to verzfy that permanent closure has
taken place in accordance with the requirements of 40 CFR §258. 60 If a closure
report has been submitted to the Dlrectc:%ﬁno additional wastes #
into the landfill without filing a notification of modlﬁcatlon ag

CFR §60.7(a)(4). #140 CFR §60.757(d)]
H. Operation and Maintenance Requirements
1. Startup, Shutdown and Malfunc’;ion_

(SSM), the Peml ee,
associated air pollu i

ing a period of SSM, this general duty to
the Perrmttee reduce emissions from

olition control practices The general duty to minimize emissions
a period of SSM does not require the Permittee to achieve

Director which may include, but is not limited to, monitoring results,
review éI operation and maintenance procedures (including the SSM
... plan,required in Condition IILH.2 of this Section), review of operation
* and"maintenance records, and inspection of the source.

[40 CFR §63.1980(b) & 40 CFR §63.6(e)(1)(1)]

Malfunctions must be corrected as soon as practicable after their
occurrence in accordance with the SSM plan required in Condition
[II.H.2 of this Section. To the extent that an unexpected event arises
during an SSM, the Permittee must comply by minimizing emissions
during such an SSM event consistent with safety and good air pollution
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2.

Permit NOKEUCST%SE

Startup, shutdown and malfunction (SSM) plan

a.

control practices. {40 CFR §63.1980(b) & 40 CFR §63.6(e)1)(ii)]

Operation and maintenance requirements established pursuant to Section
112 of the Clean Air Act (the Act) are enforceable independent of
emissions limitations or other requirements in relevant standards.
[40 CFR §63.1980(b} & 40 CER §63.6(e)(1)(iii)]
4

&

The Permittee must develop and implement a written SSM plan tha
describes, in detail, procedures foﬁpeﬁ%\ng agf maintaining the souge
during SSM periods, and a “program_of corrective actiongfor
malfunctioning process and air ijo}luge% control and _moendtoring
equipment used to comply with the relevant standard. This plan must be
developed by the Permittee’s compliance date for that relevant standard.

80(1))\ & 40 CFR §63.6(e){3)3)]

During SSM periods, the Permittée must operate and maintain the source
(including associated air pollution control and monitofing equipment) in
accordance with the procedures specified in the 3SM plan developed
under Condition HL.H.2.a.~  [40 CFR §63.1980(p& 40 CFR §63.6(c)(3)(i)]

v the Permittee dufing SSM (including actions
malfunction) -are “cogSistent with the procedures
fie Permittee ptust keep records for that event
he progedur€s specified in the plan were

When actions take
taken to correct g
specified in the S§
which demonstrate
followed. These reg al
effective form of #ecordkeepingjthat confirms conformance with the
SSM plan for that event. In addifion, the Permittee must keep records of
these evi\:gs as specified in Cgndition IILH.3, including records of the
occurrencé and duration,@f@éch startup, shutdown or malfunction of
operatibn and each malfunction of the air pollution control and

_;;moni@toring equipment. Furthermore, the Permittee shall confirm that

*:"a'c':"c_io%g taken during the relevant reporting period during SSM periods

were Consistent with the source’s SSM plan in the semiannual SSM
“report required in Condition IILH.4.
RN S [40 CFR §63.1980(b) & 40 CFR §63.6(e)(3)(iti)]

en by the Permittee during an SSM (including an action
rrect a malfunction) is not consistent with the procedures

specifieg’ in the source’s SSM plan, and the source exceeds any

applicable emission limitation in the relevant emission standard, then the

ttee must record the actions taken for that event and must report
- sy h actions within 2 working days after commencing actions
_ ﬁihconsistent with the plan, followed by a letter within 7 working days

after the end of the event, in accordance with Condition III.H.4 (unless
the Permittee makes alternative reporting arrangements, in advance, with

the Director). [40 CFR §63.1980(b} & 40 CFR §63.6(e)(3)(iv)]

The Permittee must maintain at the source a current SSM plan and must

Page 44 of 66 August 7, 2006



Permit No 36155

make the plan available upon request for inspection and copying by the
Director. In addition, if the SSM plan is subsequently revised as
provided in Condition IIL.H.2.h, the Permittee must maintain at the
source each previous (i.e. superseded) version of the SSM plan, and must
make each such previous version available for 1nspect10n a.‘gfd copying by
the Director for a period of 5 years after the revision ofgthe plan. If at
any time after adoption of an SSM plan the source ceas¢s operation or is
otherwise no longer subject to the proyisions of Section 1IL.H, the
Permittee must retain a copy of the most r%cent plan for 5 years from the
date the source ceases operation or is ngflong ubject to Section IIL.H "as
and must make the plan availab m‘l’ﬁ equestdor inspection or copyifig
by the Director. The Director may at any tlgg;e request in writing that
Permittec submit a copy of any SSM plan gor a portion thereof)-which is
maintained at the source or in the possession of the Permittee. Upon
receipt of such a request, the Permittee must ‘promptly submit a copy of
the requested plan (or a portion thereof) to the Director. ,The Director
must request that the Permittee ;Submit a particular S$M plan (or a
portion thereof) whenever a member of the public submpits a specific and
reasonable request to examine or to receive a copy o *%at plan or portion
of a plan. The Permittee may elect to submit thedequired copy of any
SSM plan to the Director in_electronic format. AT the Permittee claims

that any portion of ‘such an~SSM pln is conﬁdential business

To satisfy the i'ggmrements 'of this section to develop an SSM plan, the
Permittee ynay use the source’s§ standard operating procedures (SOP)
manual, o' an Occupational Sgfety and Health Administration (OSHA)
or other pfan, provided the-sfternative plans meet all the requirements of
this géCtion and are made available for inspection or submitted when

: re_qu&sted by the Director. 40 CFR §63.1980(b) & 40 CFR §63.6(e)(3)(vi}]

ased on the results of a determination made under Condition IILH.1.a
ctpr may require that the Permittee make changes to the
¢ Director must requlre approprlate revisions to an SSM

Ses not address an SSM event that has occurred,

Fails to provide for the operation of the source (including
associated air pollution control and meonitoring equipment)
during an SSM event in a manner consistent with the general
duty to minimize emissions established by Condition III.H.l.a
above,

Does not provide adequate procedures for correcting
malfunctioning process and/or air pollution control and
monitoring equipment as quickly as practicable, or
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iv. Includes an event that does not meet the definition of an SSM

event listed in 40 CFR §63.2
[40 CFR §63.1980(b) & 40 CFR §63.6(c)(3)(vii)]

h. The Permittee may periodically revise the SSM plan a¢ necessary to
satisfy the requirements of this section or to reflect changes in equipment
or procedures at the source. The Permittee may make such revisions to
the SSM plan without prior approval by éhe Director.. However, eacg
such revision to an SSM plan must be reported in the semiannual repo;
required by Condition IiL.H4. éff thé SSM Hlan fails to address or
inadequately addresses an event- that meets the characteristic
malfunction but was not included in thg? SSM plan at the tisffle the
Permittee developed the plan, the Permittee must revise the SSM plan
within 45 days after the event to -include. _detailed procedures for
operating and maintaining the source du_ g snmlar malfupction events
and a program of corrective actiongor similar malfunctxo‘ of process or
air pollution control and monitoting equipment. In thie event that the
Permittee makes any revision to the SSM plan whiché
the activities at the source which are deemed to be gfstartup, shutdown or
malfunction, or otherwise modifies the applic ‘éﬁity of any emission
limit, work practice requirement, or other re%ﬁrement in a standard
established under ﬁs&ectmn the revised p%an shall not take effect until

after the Permitteeghas provided a written fiotice describing the revision
to the Director. - f40 CFR g‘gﬁ.l%ﬁ(b) & 40 CFR §63.6(e)(3)(viii}]
Sy g
3. The Permittee shall maintain z3'~-"s recogﬁs of the following:

a. The oce
operation

ence and duratzon of egch startup, shutdown or malfunction of

i.e. process eq%ﬁ%),

T40 CFR §63.1980(b) & 40 CFR §63.10(b)2)(i)]

b. -Theg occurrence and duration of each malfunction of the requ1red air

: :"'pollu\\on control and monitoring equipment,
: [40 CFR §63.1980(b) & 40 CFR §63.10(b)(2)(ii)}

'All_..l'e@irei:_ll:__1_1_1''E tenance performed on the air pollution control and
mOﬁitD_I_‘i_Ilg eqifipment, [40 CFR §63.1980(b) & 40 CFR §63.10(b)}{2)(iii}]

_ malfun floning process and air pollution control and monitoring
... equipment to its normal or usual manner of operation) when such actions

fferent from the procedures specified in the SSM plan,
[40 CFR §63.1980(b) & 40 CFR §63.10(b)(2)(iv)]

Il information necessary to demonstrate conformance with the SSM
plan when all actions taken during periods of startup, shutdown, and
malfunction (including corrective actions to restore malfunctioning
process and air pollution control and monitoring equipment to its normal
or usual manner of operation) are consistent with the procedures
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specified in such plan. (The information needed to demonstrate
conformance with the SSM plan may be recorded using a checklist, or
some other effective form of recordkeeping, in order to minimize the

recordkeeping burden for conforming events)
[40 CFR §63.1980(b) & 40 CFR §63.10(bX2)(v)]

4. Periodic SSM Reports

a. ~ If actions taken by the Permittee during SSM of the source. (includin
actions taken to correct a maifunction) arg'consis ’c w1th the procedure;
specified in the SSM plan, the Pefmittée shall State such information dn
an SSM report. Such a report shall identify any instance where 4
action taken by the Permittee 'duflﬁg SSM (including actions.taKen to
correct a malfunction) is not conmstent with he SSM plan, but the source
does not exceed any applicable - emissionlimitation in the relevant
emission standard. Such a report ; shall also include the number duration,
and a brief description for each #pe of malfunction ¥ hich occurred
during the reporting period and Which caused or maydave caused any
applicable emission limitation to be exceeded. - Re forts shall only be
required if a startup, shutdown, or malfunction éggcurred during the
reporting period. The SSM report shall consist gg’a letter, containing the
name, title and signaty rm1ttee or other responsible official
who is certifying its, be submitted to the Director

semiannually. Thy SM re C

30" day fouowm

s and/or parameter monitoring exceedances which are
ve occurred. [40 CFR §63.1980(b) & 40 CFR §63.10(d)(3)(iD)]

believed to.

ﬁ I. - Permit Shield [A.A.C. R18-2-325]
e ction III shall be deemed compliance with the following applicable
requirements as of the issuance date of this permit: 40 CFR §60.757(b)(3), (c), (d), (e), ()
and (g) 40.-C R §60.752(b), 40 CFR §60.754(b) and (d), 40 CFR §60.753, 40 CFR

FR §60.755(a), 755(a)(1), 755(a)(2), 755(a)(3), 755(a)4), 755(a)5),
0 CFR §60.756(a), (b), (c), (d) and (e), 40 CFR §60.758(b), (c), (d) and (e),
§63.1980 (a) and (b).
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Iv. ASBESTOS

The provisions of this section only apply if asbestos-containing waste materials, as deﬁned in 40
CFR §61.141, are accepted at the landfill.

A, Emission Limits

The Permittee shall meet these requirements:

1. Either there must be no visible emissions g th€ outsidedair from any actwe was
disposal site where asbestos-containing waste material has been deposited, of
requirements of Conditions IV.A.3 and 4 be met g [40 CFR@ﬁﬁgézl(a)]

2. Unless a natural barrier adequately deters access b}wf the general public, either
warning signs and fencing must be installed and mamtamed as follows, or the
requirements of Condition IV.A.3.a must@ met. L

a. Warning signs must be displayed at all entranees a fat intervals of 100

a tion that a person can easily
read the fegend; an [40 CFR §61.154(b)(1)(D)]

nts of 5lem x 36cm (20" x 14™)
ied in 29 CFR 1910.145(d)(4) and this

upright
- [40 CFR §61.154(b)(1)(ii}]

and styles of a visibility at least equal to those specified in this
. paragraph.

.

Legend ﬁ“’“ Notation

& :'?5:‘5"-‘--\.4‘—\\sbestos Waste Disp'o's_él Si

2.5 cm (1 inch) Sans Serif,
Gothic or Block

VA Do N.ot_"(‘_l_regte Dust 1.9 cm (3/4 inch) Sans Serif,
: T Gothic or Block.
Breat:hingﬂAsbe s is 14 Point Gothic

Hazardouskto Your Health

Spacing between any two lines must be at least equal to the
height of the upper of the two lines.
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b. The perimeter of the disposal site must be fenced in a manner adequate
to deter access by the general public. {40 CFR §61.1534(b)(2)]

c. Upon request and supply of appropriate information, the Director will
determine whether a fence or a natural barrier adequately deters access
by the general public. 40 §61.154(b)(3))

3. Rather than meet the no visible emission requirements of Condition IV.A.1 at the
end of each operating day, or at least once every,24-hour day perlod while the
site is in continuous operation, the asbestgs-confaining ﬁwaste ‘material ‘that has
been deposited at the site during the oparatx B day orfprevious 24-hour period

shall: [40 CFR §61.134(c)]
a. Be covered with at least 15 cm (6 'm of compacted nonasbestos-
containing material, or S _.':'Z_:_ oo [40CFR §61.154(c)(1)]

b. Be covered with a resinous or p oleum-based dus S "iéaiession agent
that effectively binds dust and controls wind erosiong Such an agent

shall be used in the manner and frequency trecgmmended for the

particular dust by the dust suppression agent manufdcturer to achieve and

maintain dust control Other equally effectlve st suppression agents

4, Rather than meet the no visib]

an alternative emissions cong
by the Dlrector accordifig to the pgcedures described in the 40 CFR
§61. 149(c)(2) \ [40 CFR §61.154(d)]

B. Moritoring / Record Leepi

1. For all asbestos-containing waste material received, the Permittee of the active
waste disposal.site shall: [40 CTR §61.154(¢)]

ipment records, using a form similar to the form
40 CFR §61.154 and Attachment D, and include the
rmation: [40 CFR §61.154(c)(1)]

Fhe name, address, and telephone number of the waste
generator [40 CFR §61.154(e)(1)XD)]

The name, address, and telephone number of the transporter(s).
[40 CFR §61.154¢e)(1)(iD)]

The quantity of the asbestos-containing material in cubic meters
(cubic yards). [40 CFR §61.154(c)(1)(iii)]

The presence of improperly enclosed or uncovered waste, or an
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asbestos-containing waste material not sealed in leak-tight
containers. Report in writing to the local, State, or EPA
Regional office responsible for administering the asbestos
NESHAP program for the waste generator (identified in the
waste shipment record), and, if different, the local, State, or EPA
Regional office responsible for administeré%he asbestos
NESHAP program for the disposal site,” bf the following
working day, the presence of a significant amourit of improperl
enclosed or uncovered waste. Submit. a copy .of:the wastg

shipment record along with thzégort. _ﬁtﬁ@)(l_)(?j
(v) The date of receipt. o [40 CFR "§'ci”i';_i'54:('e;g1§ﬁ)}
b. As soon as possible and no long'e'r than 30 days after receipt of the waste,

send a copy of the signed waste shipment record to the waste generator.

40 gwisman

c. Upon discovering a discrepancy between the quantity of waste
designated on the waste shipment records and the quantity actually
received, attempt to reconcile the discrepancy with*a waste generator, If
the discrepancy is not resolved within 15 days after receiving the waste,
immediately report in writing to the local, State, or EPA Regional office
responsible for admffiistering the asbesto§ NESHAP program for the
waste generator d in the wastc shipment record), and, if
different, the lot . or EPA gfggional office responsible for

administering . the stos NESHAP program for the disposal site,
describe the discrepgncy and attempts to reconcile it, and submit a copy
with the report.  [40 CFR §61.154(e}(3)]

d. Retain a y of all records aid reports required by this paragraph for at
& - [40 CFR §61.154(e)(4)]

2. Mainta_i;:i;';- 1til closure, records of the location, depth and area, and quantity in
cubic ‘meters *(cubic yards) of asbestos-containing waste material within the
disposal site on a map or diagram of the disposal area. F40 CFR §61.154(f)]

3. Upon cldsﬁfé"‘qf anya stive waste disposal site that receives deposits of asbestos-
containing waste: drerial shall comply with all the provisions of 40 CKFR
. §61.151. [40 CFR §61.154(g))]

4, Sﬁbmjy to the Director, upon closure of the facility, a copy of records of asbestos
: waste dispgBal locations and quantities. [40 CFR §61.154(h)]

e a.~ - Furnish upon request, and make available during normal business hours
; for inspection by the Director, all records required under this section.
. [40 CFR §61,154(i)]

Notify the Director in writing at least 45 days prior to excavating or
otherwise disturbing any asbestos-containing waste material that has
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been deposited at a waste disposal site and is covered. If the excavation
will begin on a date other than the one contained in the original notice,
notice of the new start date must be provided to the Director at least 10
working days before excavation begins and in no event shall excavation
begin earlier than the date specified in the origmal notificagion. Include
the following information in the notice: '

(i) Scheduled starting and completion dates'_,' _t4o CER §61.154(7)(1),

(i) Reason for disturbing the waste ﬁ  [40 CFR §éi.‘154(j)(

(iii}  Procedures to be used to confrol emissions during#the
excavation, storage, transport, ultimate d1sposal#*““c’>f the
excavated asbestos-containing waste material.  If deemed
necessary, the Director may. require changes in the emission
control procedures to be used. . -~ . .. [40 CER §61.154G)(3)]

al disposal site.

(iv) Location of any ternpora storage site and the
' CFR §61.154()(4)}

C. Reporting Requirements

Receipt, handling and disposal of asbestos contammg
covered by 40 CFR §61.149 (asbe
fabricating and manufacturing), o

yaste received from sources
mills), 40 CFR §61150 (demolition, renovation,
40 CFR §61.155 (asbestos conversion operations)

- [40 CFR §61.154]

1. If Perm;ttee dlscovers 1mp Lencloged or uncovered asbestos-containing

.ash ining waste material not sealed in leak-
owing working day report in writing to
“agditional local or EPA Regional Office
dministering t “fsbestos NESHAP program for the waste
ing the incident and submitting a copy of the waste shipment

the Director, a:
responsible fo
generator, I

record.”-“e_\ = [40 CFR §61.154(e)(1){iv)]
2 If Permlttee discovers a dlscrepancy between the quantity of waste designated on
gf%’“was shlpment 1ecq, s and the quantlty actually received, Penmttee shall

" ent record. [40 CFR §61,154()(3)]

Permit Sliél

Compilan with Section IV shall be deemed compliance with the following applicable
t as of the issuance date of this permit: 40 CFR §61.154, [A.A.C. R18-2-325]
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FUGITIVE DUST SOURCES

This Section applies to open areas, dry washes, riverbeds, roadways, streets, material handling

operations, and storage piles.

Particulate Matter and Opacity

A, Emission Limitations/Standards

1.

Permit Nolj?

The Permittee shall not cause, allow or pergit visible ergi"sswns ﬁ'om open ares
roadways and streets, storage piles or ma%;lal handlirg in excess of 40 per

opacity measured in accordance with the: rlzonas«Testmg Manual Refefence
Method 9. ' [AA.CTR18-2-612]

. ‘-a@

The Permittee shall employ the following _réasonaiaie\‘precautions to prevent
excessive amounts of particulate matter from becor_ning airborne:

a. Keep dust and other types of air contammants to ar igimum in an open
area where construction operations, repair.op erations, demolition
activities, clearing operations, leveling operationsgor any earth moving
or excavating activities are taking place by goog modern practices such
as usmg an approved dust suppressant or adhesive soil stabilizer, paving,
covering, landscapi gg“hcontmuous wettmg, ¢touring, barring access, or
other acceptable means ' [A.A.C. R18-2-604.A]

b. ys, parking areas, and vacant lots
ty goccurs by using an approved dust

zer, or by paving, or by barring access

to the propgrty, or by other acce able means; [A.A.C. R18-2-604.B]

c. Keep @gs‘f and other pa fculate to a minimum by employing dust

suppﬁgsants temporary paving, de’courmg, wetting down or by other
reas@nable means when a roadway is repaired, constructed, or
-recons{ructed [A.A.C. R18-2-605.A]

Keep dust and other particulate to a minimum by employing reasonable

precautions, sugh as wetting, applying dust suppressants, or covering the
n tragfsporting material likely to give rise to airborne dust. Earth
or other matérial that is deposited by trucking or earth moving equipment
shall be gﬁoved from paved streets; [A.A.C. R18-2-605.B]

. Keep dust and other particulate to a minimum by employing reasonable
_.'prg%j;utions, such as the use of spray bars, wefting agents, dust
- sippressants, covering the load, and hoods when handling, transporting,
- dor conveying materials or other operations likely to give rise to airborne

£ dust; [A.A.C. R18-2-606]

The Permiftee shall not cause, suffer, allow, or permit organic or
inorganic dust producing material to be stacked, piled, or otherwise
stored without taking reasonable precautions such as chemical
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stabilization, wetting, or covering to prevent excessive amounts of
particulate matter from becoming airborne. [A.A.C. R18-2-607.A]

g. Stacking and reclaiming machinery utilized at storage piles shall be
operated at all times with a minimum fall of material and in,such manner,
or with the use of spray bars and wetting agents, ‘as to prgvent excessive
amounts of particulate matter from becoming axrbornc .C. R18-2-607.B}

h. Such as the use of dust suppressants before the cleaning of s;te, roadway;
or alley. Earth or other material shali be rgmoved, rom paved streets ont}

which earth or other material ha ransp ed by truckmg or eapt
moving equipment, erosion by wa T O by other means. [A.A.C. R18- |
i. Any other method as proposed by the Pﬁﬁnittee and approyedsb y the
Director. e [A.AC.R18-2-306.A.2]
B. Air Poltution Control Requirements

Haul Roads and Storage Piles

Water. or an equivalent control, shall be used to control visible missions from haul

roads and storage piles. \ [A.A.C. R-1882-306.A.2 and -331.A.3.d]
[Matenal Perrmt Condxtlon is mdx@atcd by underline and italics]

C. Menitoring and Recordkeeping

1. i intain feco of the logz fions and dates on which any of
1 : End control measures employed.
[A.A.C R18-2-306.A.4]

om where the fugitive dust source opacity will be monitored.
ultiple observation points are used, all the fugitive dust sources
associated w1h each observation point shall be specifically identified within the
plan : EE [A.A.C. R18-2-306.A.3.b]
pess 5

A certified Method server shall conduct a bi-weekly (every other week)
visual survey"dfﬁ e emissions from the fugitive dust sources in accordance

-'\'-"n\with the observation plan. Permittee shall keep record of the name of the
‘observer, the logation and date on which the observation was made, and the
”résﬁlts of t? observation. [A.A.C. R18-2-306.A.3.b]

I the ob rver sees a plume from a fugitive dust source that on an instantaneous
baSlS appears to exceed 40%, then the observer shall if possible take a six-minute
ﬁ 9 observation of the plume. [A.A.C. RI8-2-306.A.3.b]

If the six-minute opacity of the plume exceeds 40%, then the Permittee
shall do the following:
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)] Take appropriate action including adjustment and repair of the

controls or equipment to reduce opacity to below 40%; and
[AAC RIB-2-306.A.3.b]

(i1) Report it as an excess emission u_pder Sectig,n XILA of
Attachment A. R [A.Agfﬁ 8-2-306.A.3.b]

b. If the six minute opacity of the plume is less than 40%, the observer shall
make a record of the following: § - |

(i) Location, date, and tlme the’test andﬁ [A.AC. RES 2. 306A "%5]

(i)  The result of the Method 9 observgfi%n [AAC. Rlsvzw%{)f.As.b]

5. Any changes to the observation plan, orlgmally approved by the Department,
shall be made only with the prior approval of the Dxrector {A AC. Egs 2-306.A.3.b]

D. Permit Shield oy
Compliance with Section V shall be deemed compliance with thgﬁ?ollowing applicable
- requirements as of the issuance date of this permit: A.A.C. R18;2-604A, A.A.C. R18-2-
6048, A A.C. R18-2-605, A.A.C. R18-2-606, AAC R18~Z~607 A.A.C.R18-2-612 and

AA.C.R18-2-804. g IA.A.C.R18-2-325]

B
=

VL STATIONARY ROTATING MACI—HNERY

Y-

A, Fuel Limitations K j

tionary rotating machinery.

The Permittee shall burn ¢
% [A.A.C. RI8-2-306.A.2]

ly diesel fuel in an

B. Opacity
1. Emiss;i:éh Li _i{ation

8 ' 'The Permmee sl;ﬁll not cause, allow, or permit to be emitted into the
atmosphere ﬁg;n any stationary rotating machinery, smoke for any
period . greateff' than ten consecutive seconds, which exceeds 40 percent
0pac1ty “55’ [A.A.CRI18-2-719.E]

b Visible emISSIOHS when starting cold equipment shall be exempt from
% thisdequirement for the first ten minutes, [A.A.CRIB-2-719.E]

Mohi_to ng and Recordkeeping [AA.C.RI8-2-306.A.3.c]

A certified EPA Reference Method 9 observer shall conduct a bi-weekly
survey of visible emissions emanating from the stacks of any stationaty
rotating machinery, when in operation. If the opacity of the emissions
e ﬁﬁg observed appears to exceed the standard, the observer shall conduct a
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certified EPA Reference Method 9 observation. The Permittee shall
keep records of the initial survey and any EPA Reference Method 9
observations performed. These records shall include the emission point
observed, location of observer, name of observer, date and time of
observation, and the results of the observation. :

b. If the observation shows a Method 9 opacity reading iff excess of 40%,
the Permittee shall report this to ADEQ as excess emission and initiatg
appropriate corrective action to reduce opacity beio_i;?IA.G%. The
Permittee shall keep a record of the corregtive zjgon performed.

3. Permit Shield

Compliance with the conditions of this Part shall be deemed compliance with
A.A.C.R18-2-719.E. Ry [A.A.C. R18-2-325]

C. Particulate Matter

1. Emission Limitations/Standards

The Permittee shall not cause, a_llow,"'.'b_r .p@_rmit the emiss} of particulate matter,
caused by combustion of fuel, from any stationary yotating machinery in excess
of the amount calculated by the-following equation: |

E=1.02Q%*

Where:
E = the maximum %ilowable pai‘f_ic_:_ulate’ issions rate in pounds mass per hour

Q Py the heat in ﬁn million Btu ' %

2, For purposes of this Section, the heat input shall be the aggregate heat content of
all fuels whode products of combustion pass through a stack or other outlet. The
total heat input of all operating fuel-burning units on a plant or premises shall be
el for;deterij_iining the giaximum allowable amount of particulate matter which
may be emitted. .. [A.A.C. R18-2-719.B]

.. Monitoring and"l"{%rdkeeping

.. '__'E_ﬁ.‘f'-:-;.'Ehe\Pennittee fiii keep records of fuel supplier certifications to demonstrate
. compliancegwith the PM Jimit specified in Condition VL.C.1. The certification
‘shall contgin information regarding the name of fuel supplier and lower heating

value of ghe fuel. These records shall be made available to ADEQ upon request.
[A.A.C, R18-2-306.A.3.c}

ompliance with the conditions of this Part shall be deemed compliance with the
following applicable requirement as of the issuance date of this permit: A.A.C.
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R18-2-719.B and -719.C.1. [AAC RI8-2-325]

D. Sulfur Dioxide

1. Emission Limitations/Standards ) BE
a. The Permittee shall not emit or cause to emit more tgél 0 pound of

sulfur dioxide per million Btu heat input when Iow sulfur fuel is fired.
{AAC R18-2 719,

b. The Permittee shall not fire hig]f’gul r fuel 4 reater than 0 9 perca%t
sulfur in fuel) in any stationary rotatmg machinery. [AAC. R18-2- 439 H}

2. Monitoring and Recordkeeping
a. The Permittee shall keep recor " fue ____bplier certifications to
demonstrate compliance with ulfurcontent ‘limit specified in this

Condition VLD.1.b above. The certification shall cf%n ain information
with regard to sulfur content and the method used to determine the sulfur
content of the fuel. These records shall be mad¢ available to ADEQ
upon request. : - # [AAC RIB-2-306.A.3.¢]

el bemg firy d in the stationary rotating
. j [A.A.C. R18-2-716.]]

3. Permit Shield

Compliance with the condltlons of thls
following apphcabfe requirements as g the issuance date of this permit: A.A.C.
R18-2-719.F }ﬁ J. = [AAC.R18-2-325]

VIL MOBILE SOURCES . |

The requirements of thzs Sectlon are apphcable to mobile sources which either move while
emitting air congdfftinants or are freque iy moved during the course of their utilization but are
not ‘classified as motor vehlcies agricyltural vehicles, or agricultural equipment used in normal
farm operatlons Mobile sources shall not include portable sources as defined in A.A.C. R18-2-
' [A.A.CR18-2-801.A]

_lgi_i_a}Matter anOpacity Standards

: :;iloﬁile source shall emit smoke or dust, the opacity of which exceeds 40
“percent 45 determined by EPA Reference Method 9. [A.A.C. RI8-2-801.B]

The Permittee shall not cause, allow, or permit to be emitted into the atmosphere
m any off-road machinery, smoke for any period greater than ten consecutive
conds, the opacity of which exceeds 40 percent, Visible emissions when
starting cold equipment shall be exempt from this requirement for the first ten
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VIIL

Permit No. 36155

minutes. Off-road machinery shall include trucks, graders, scrapers, rollers,
locomotives and other construction and mining machinery not normally driven
on a completed public roadway. [A.A.CR18-2-802]

3. The Permittee shall not cause, allow, or permit to be emitted into the atmosphere
from any roadway or site cleaning machinery either smoke-or dusTor any period
greater than ten consecutive seconds, the opacity of whlch exéy eds 40 percent.
Visible emissions when starting cold equlpmen%t shall be Xempt from this
requirement for the first ten minutes. : A.A C.R18-2-804 Ag

o

4, The Permittee shall not cause, allow or pgﬁﬂﬁ cleaffing of any site roadﬁy,
or alley without taking reasonable precautions to pravent particulate ma
becoming airborne.  Reasonable precautions gnay include applyf
suppressants. Earth or other material shall be removed from paved streets onto
which earth or other material has been transported by truckmg or earth moving
equipment, erosion by water or by other megns. - A g R18-2-804.B]

B. Permit Shield

Compliance with Section VII shall be deemed compliance with t ¢ ollowing applicable
requirements as of the issuance date of thls perrmt A A.C.R18-24801, A A.C. R18-2-802
and A.A.C. R18-2-804. : § [A.A.C. R18-2-325]

STRATOSPHERIC OZONE

If the Permittee is subject to 40 CFR §82,
specified in the 40 CFR §82 and keep all

CFR §82 - Subpart Finafile. - [40 CFR §82]
OTHER PERIODIC ACT;@MQUIREM
A, Abrasive Blasting - 5

Partlcuiate Mattel;: an{I Opamty

1. E‘gi%‘lssmn leitatx 18/Stafidards [A.A.C. R18-2-726]

a. The Permi t¢e shall not cause or allow sandblasting or other abrasive
blasting without minimizing dust emissions to the atmosphere through
the use of good modern practices. Good modern practices include:

wet blasting;

effective enclosures with necessary dust collecting equipment; or

any other method approved by the Director.
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B. Use of Paints ;@fgﬁy h

L

Permit No. 35153

b. Opacity

The Permittee shall not cause, allow or permit visible emissions from
sandblasting or other abrasive blasting operations in excess of 20%
opacity as measured by EPA Reference Method 9_.»\_ {Aﬁ% R18-2-702.B]

Monitoring and Recordkeeping Requirement o [A A, C-.R18~2~306.A.3.c%

Each time an abrasive blasting project is conducteg the Perm}ttee shall log in mj(
or in an electronic format, a record of the w Tlowing: R

F

a. The date the project was conduc_te_d; T ﬁ

<

b. The duration of the project; and O

c. Type of control measures empioygygﬁ

Permit Shield [A.A.C.R18-2-325]

Compliance with this Part shall be deemed compliance with A.A.C. R18-2-726,

and A.A.C. R18-2-702.B.

Vi

Volatile Organic Compbu%il_d_s Y
a. Emission Limitz_:lt.'i;. .f

While pertprming spray._p__;i_iﬁt operations, the Permittee shall comply
with the ﬁ,@g@ lowing requiremefits: ‘
The Permittee shall not conduct or cause to be conducted any
% spray painting operation without minimizing organic solvent

-, ~emissions. Such operations, other than architectural coating and

Ve :_ ﬁ. " spot pan%mg, shall be conducted in an enclosed area equipped

" with conftrols containing no less than 96 percent of the overspra
CW g g P pray.
Ln [A.A.CRI18-2-727 A}

il éirmittee or their designated contractor shall not either:

Employ, apply, evaporate, or dry any architectural
f coating containing photochemically reactive solvents for
industrial or commercial purposes; or

: g (b) Thin or dilute any architectural coating with a

photochemically reactive solvent.
[A.A.CR18-2-727.B]
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iii. For the purposes of Conditions IX.B.l.aji and IX.B.l.a.v, a
photochemically reactive solvent shall be any solvent with an
aggregate of more than 20 percent of its total volume composed
of the chemical compounds classified in Conditions
[X.B.1.a.iii(a) through IX.B.1.a.iii(c) below, or which exceeds
any of the following percentage composmon hm:ﬂnons referred
to the total volume of solvent: ﬁ

(a) A combination of the. fol lowing types of Compoun
having an olefinic or cycio-olefipic type of unsaturatxo
hydrocarbons, alfghd{ aldebydes, ester :
ketones: 5 percent

. "»%

() A combmatlon of : aromatlc compounds with eight or
more carbon atoms to the molecule except ethylbenzene:
8 percent.

(c) A combma‘aon of ethylbenzene #etones having
branched hydrocarbon structures, wchloroethylene or
toluene: 20 percent.

[A.A.CR18-2.727.C]

ény constituent of an organic
solvent chemical structure into more
than onef of the ﬁoups of organic compounds described in
Conditions 1X ii(a) hr,h IX.B.1.a.iii(c) above, it shall
be considereg to ge a mémber of the group having the least
allowable

iv. Whenever ai

)€ a spray painting project is conducted, the Permittee
in ink, or in an electronic format, a record of the

The date the project was conducted;

() The duration of the project;

(c) Type of control measures employed;

(d) Material Safety Data Sheets for all paints and solvents
used in the project; and

(e) The amount of paint consumed during the project.

Permit No. 36155 Page 59 of 66 August 7, 2006



ii. Architectural coating and spot painting projects shall be exempt
from the recordkeeping requirements of Condition IX.B.1.b.i
above. [A.A.C. R18-2-306.A.3.c]

c. Permit Shield

2. Opacity

a. Emission Limitation/Standard 5'1_3'. SR

The Permittee shall not cause, aliow or perrmt visible emissions from
painting operations in excess of 20% opaclty as, ‘meas ed by EPA
Reference Method 9. . R18-2-702.B]

b. Permit Shield

be deemed compliance
[A.A.C. R18-2-325]

Compliance with the conditions of this Part shalj
with A ACRI82-702.B. - .

C. Demolition/Renovation - Hazardﬁus Air .'l_l'i_l'tants

L. Emission Limitation/ Sta{ﬁ_dard

The Permittee shall comﬁ F with al]of threqulrements of 40 CFR 61 Subpart M

(National Em15310ns Standards for Hazarflous Air Pollutants - Asbestos).
_ [A.A.C. R18-2-1101.A.8]

2. Momtormg Recordkeeping Requirement

The Perrmtteé shall keep all required records in a file. The required records shall
1nciude_the “NESHAP Notification for Renovation and Demolition Activities”
form and all supporting dgeuments. [A.A.C. R18-2-306.A.3.c]

3, Permit Shield

SIREET ‘“\(\Zompliance withéthe conditions of this Part shall be deemed compliance with
e U AAC.R182-1101.A 8. [A.A.C. R18-2-325]

- This Sectign applies to following unclassified source:

1Y KLEEN” solvent washer

s g
gt
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B. Gaseous Emissions

1. Operational Limitations

a. Materials including solvents or other volatile compound pamts acids,
alkalies, pesticides, fertilizers and manure shall be pfocessed, stored,
used and transported in such a manner and by such means that they w1ll
not evaporate, leak, escape or be otherwise discharged into the ambieri’t
air so as to cause or contribute to aif pollutjon. Where: means .2 f*-
available to reduce effectively tgii etributiﬁ to air pollution fror
evaporation, leakage or discharge, the installation and use of such |
methods, devices, or equipment shal_k be mﬁd&tory [A.A.C.RL8T:

£730.F]

b. Where a stack, vent or other outlet 'is at'such a level that fumes, gas mist,
odor, smoke, vapor or any combination thereof constituting air pollution
is discharged to adjoining pro ,the Director . require the

installation of abatement equipmént or the alteratlon of&uch stack, vent,
or other outlet by the owner or operator thereof
adequately dilute, reduce or eliminate the discharg

adjoining property.

degree that will
of air pollution to
[A.A.C. R18-2-730.G]

{ s materials from equipment,
operations or premises under X in suell quantities or concentrations as to
cause air pollution. ; [A.A.C. RI8-2-730.D]

3. Permit Shield i [A.A.C. R18-2-325]
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ATTACHMENT “C”: EQUIPMENT LIST

Air Quality Control Permit No. 36155
for
Gray Wolf Regional Landfill

MAX. K
EQUIPMENT TYPE CAPACITY MAKE Lo J
Diesel Generator 101 hp M Q%
Diesel Generator 166 hp John Deere | 4
Safety Kleen Parts L
Washer 30 gal Safety Kle_zn_ e
Diesel Water pump 64 hp Deut;f
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A,

ATTACHMENT "D": REPORTING FORMAT FOR WASTE DISPOSAL SITE
Air Quality Control Permit No. 36155
for
Gray Wolf Regional Landfill

SOURCE INFORMATION
i. Identification/Location - Indicate the name and address _Qf source:
Source Name: s

- &

Street Address (Location):

-
City Name/State/Zip Code:

State Registration Number:

2. Contact - Indicate the name and telephone number of the wner ot gperator or other

responsible official whom EPA may contact concerning this report.

Name: 4
Telephone Number: _ w .

3. Source Description - Briefly s’gg;g;e natg £ of thé sour .&., Waste Disposal Site)
Description: = |

4. Alternative Mailing Address - Indicate an .al't'_e' ative mailing address if correspondence

is to be directed to a locatig

different than tha#specified above.

Street or Box Numb :

City/State/Zip Code

5. Compliasice Status - The emigéions from this source _ can _ cannot meet the
- emission limitations contamed fi the National Emission Standards on or prior to 90 days
“-after the effective date of any andards or amendments which require the submission of
such. mformatlon

nature of Owne O rator or Other Responsible Official Date

.E_.f'_f'_Note If the emi ﬁ}ons from the source will exceed those limits set by the National Emission
- Standards for Hai

ardous Air Pollutants, the source will be in violation and subject to Federal
enfqrcement agtions unless granted a waiver of compliance by the Administrator of U.S. EPA.
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B. ASBESTOS WASTE DISPOSAL SITE

1. Description - Provide a brief description of the site, including its size and configuration,
and the distance to the closest city or town, closest residence, and closest primary road.
DISTANCE TO: nfé
TOWN: . K_ILOMq‘EﬁTERS %
RESIDENCE: I}ILOMETERS | !g
PRIMARY ROAD: _ KILOMETER |

2 Enactwataon - After the site is mactwated mdicate the method or methods used to

the inactivated site.

C. COMPLIANCE METHOD/INACTIVE SITE

Regional Offices to Submit Report to:

' Atizona DEQ/AQD

U.S. EPA Region IX 5 ;
.. NESHAP Coordinator

NESHAP Coordinator
Attn: Bob Trotter (A-3-3)
75 Hawthorne Street

San Francisco, CA 94105
(415) 744-1145
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